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Why Choose BRC 
Performance?
About BRC Performance

BRC Pistons and BRC Cranks has made a number of 
changes over the past 35+ years. Once again a change has 
occurred that will keep us at the top of the performance 
market BRC Pistons has purchased the BRC Crankshaft 
division and is now known as BRC Performance. This 
acquisition will mean that you can now get Pistons, Cranks, 
Rods, and accessories in one call. We can put together a 
complete rotating assembly that is balanced and made to fit 
your specific application.

Our mission is to treat each of our customers honestly 
and fairly, while providing them with state-of-the-art 
pistons, cranks, rods, and other related products which 
meet or exceed their expectations. We accomplish this 
using advanced computer aided design and CNC machin-
ing processes to meet the unique needs of each of our 
customers.

Pistons
BRC Performance 

lists in this catalog our 
shelf stock pistons. We 
keep a wide variety of 
stroke and rod combi-
nations, as well as a 
variety of valve loca-
tions for some of the 
more common heads. 
Listed bore sizes are 
available as well as inter-
mediate bores to avoid the need 
for custom pistons in most instances. Check with a sales 
representative to see if your size is available.

When you have reviewed this catalog and still have not 
found what you need just go to our custom order form 
near the back and fill it out. Call us and we will be glad to 
guide you through creating a custom set designed to meet 
your needs. 

We include pins and locks with most of our stock, but they 
are not usually pin fit, this is for our engine builders that 
prefer to fit for themselves.

Our pin holes are usually .002 - .003 smaller and need 
to be finish honed before use, BRC Performance will hone 
them for you at your request.

Cranks
BRC Crankshafts are the best built non-twist forged 

crankshafts on the market today. Our cranks are made 
of the finest Certified AISI E 4340 Alloy Steel 
and are deep case hardened by an ammonia nitride 
heat treating process. This heat treating is one of 
the main reasons why a BRC Crank is your 
best bet for reliability and durability. We list 
in this catalog the cranks that we build as 
stock. If you require a custom crank just 
fill out the custom order form in the back 
of this catalog as completely as possible 
and we will be glad to build one for your 
specific application. All cranks are built 
to race tolerances for your benefit.  
We of fe r  ba lanc ing ,  coat ing , 
and many other options.  Our 
crank specialist can assist you with  
all your questions and concerns.

 Rods
BRC Performance can 

provide you with Billet 
Aluminum rods or Billet 
Steel rods,  and Forged 
Steel rods. Our stock rods are 
listed in this catalog, but as with 
pistons and cranks we can custom build 
rods to meet your application. 

Our billet aluminum rods are made of a 7000 
series proprietary aluminum alloy, and are built to 
withstand the punishment of the racing environment.
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BRC  
Performance 

provides

Full Rotating 
Assemblies 

with matching 
components 
to meet your  
requirements

Assemblies and 
Accessories

BRC Performance will put together full rotating 
assemblies with matching components to meet your 
requirements, this will make balancing less expensive in 
most cases. BRC Performance can provide you with the 
accessories to accommodate your specific needs.

Quick Turnaround
Our policy is to ship stock orders the same day, if 

received by 10:00 am eastern standard time; or the next 
day, if received after 10:00 am.

A custom order will be processed as quickly as possible 
(usually 2-3 weeks) when all information is received includ-
ing (if required) a deposit. Time to build will vary based on 
volume of sales at the time of the order, your salesman will 
let you know the approximate waiting time when your order 
is placed. Due to the various types of orders being made at a 
given time we are unable to promise an exact delivery date.

Pricing Programs:
RACER – the racing enthusiast, home shop, do-it-
yourself.

JOBBER – legitimate engine shop or parts store that 
can provide:

Federal Tax ID # registered in the company’s a.)	
name.
Telephone number listed under the company’s b.)	
name.
Open at least 5 days a week, 8 hours a day.c.)	

WD – Jobber qualifications plus:
Proof of the purchase of 5 sets of pistons from d.)	
any source within the previous 12 months.
Must purchase $6,500 of BRC Performance prod-e.)	
ucts per year.

DISTRIBUTOR – WD qualifications plus:
Initial order of BRC Performance products of f.)	
$7,500.
No more than 70% of purchase in any one prod-g.)	
uct line.
Must maintain $25,000 in  BRC  Performance h.)	
purchases annually.
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Our BRC Crankshafts are exclusive in the aftermarket. They are made with the finest quality certified AISI E 4340 
alloy, and machined to race tolerances, they are heat treated to be the toughest crank on the market today.

BRC Performance Crankshafts

Heat Treat Information
■	Ammonia nitride process

■	Deep case hardened

■	Stress relieved

■	Timed cool down periods

■	Electric furnace – ammonia atmosphere

■	Counter weights masked for easier  
drilling

■	All heat treating done before final  
grinding to avoid press straightening, 
which can cause cracking

Many Options Available
■	Small journal size

■	Chevy journal for Chrysler

■	Knife edge

■	Maximum round cut

■	Non standard cam cut

■	Reverse rotation oiling

■	Cross drill mains

■	Through holes

■	Ear face milling

■	Light weight package

■	Counter weight profiling

■	Blower, Nascar & Fueler keyway

■	In-house balancing and repairs

DESCRIPTION MAIN STROKE JOURNAL ROD LENGTH LBS PART NUMBER
Ford 302 2.248 3.000 2.123 5.090 46 C3-302
Ford 302 2.248 3.250 2.123 5.400 46 C3-302A
Ford 302 2.248 3.400 2.123 5.400 46 C3-302B
Ford 351 Windsor 3.000 3.500 2.311 5.956 64 C3-351W
Ford 351 Windsor 3.000 3.750 2.100 6.200 64 C3-351WA
Ford 351 Windsor 3.000 3.850 2.311 5.956 64 C3-351WBF
Ford 351 Windsor 3.000 4.000 2.100 6.200 64 C3-351WC
Ford 351 Cleveland 2.750 3.750 2.100 6.200 64 C3-351CA
Ford 460 3.000 4.150 2.200 6.800 C3-460A
Ford 460 3.000 4.300 2.200 6.800 C3-460B
Ford 460 3.000 4.500 2.200 6.800 C3-460C

* More sizes available

Chevy - Nitride Forged 4340 Steel Crankshafts
DESCRIPTION MAIN STROKE JOURNAL ROD LENGTH LBS PART NUMBER

Chevy 350 2.448 3.480 2.100 5.700 52 C3-350
Chevy 350 2.448 3.480 2.100 5.700 47 C3-350L
Chevy 350 2.448 3.480 2.100 5.700 39 C3-350UL

Ford - Nitride Forged 4340 Steel Crankshafts
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Chrysler - Nitride 4340 Forged Steel Crankshafts
DESCRIPTION MAIN STROKE JOURNAL ROD LENGTH LBS PART NUMBER

Chrysler 440 2.750 3.750 2.375 6.760 C3-440A8

Chrysler 440 2.750 4.375 2.200 6.800 C3-440E

Chrysler 440 2.750 4.500 2.200 6.800 C3-440F

* More sizes available

Honda - Nitride 4340 Forged Steel Crankshafts
DESCRIPTION MAIN STROKE JOURNAL ROD LENGTH LBS PART NUMBER

Honda B18 55mm 89mm 45mm C3-B18A

Honda B18 55mm 92mm 45mm C3-B18B

Honda B18 55mm 95mm 45mm C3-B18C

Honda B18 55mm 97mm 45mm C3-B18D

Honda B18 55mm 98mm 45mm C3-B18E

* More import makes and models available, please call for details.

DESCRIPTION MAIN STROKE JOURNAL ROD LENGTH LBS PART NUMBER
Chevy 350 1 PC seal 2.448 3.480 2.100 5.700 52 C3-350-1
Chevy 350 Light 1 PC seal 2.448 3.480 2.100 5.700 52 C3-350L-1
Chevy 350 2.448 3.500 2.100 5.700 52 C3-350A
Chevy 350 Light 2.448 3.750 2.100 5.700 47 C3-350DL
Chevy 350 Ultra Light 2.448 3.750 2.100 5.700 39 C3-350DUL
Chevy 350 2.448 3.750 2.100 5.700 52 C3-350D-1
Chevy 350 Light 2.448 3.750 2.100 5.700 C3-350DL-1
Chevy 350 2.448 3.875 2.448 6.000 52 C3-350E
Chevy 350 2.448 4.000 2.100 6.000 52 C3-350F
Chevy 400 2.648 3.750 2.100 5.700 53 C3-400
Chevy 400 2.648 3.875 2.100 6.000 53 C3-400A
Chevy 454 2.748 3.766 2.200 6.135 69 C3-454
Chevy 454 2.748 4.000 2.200 6.135 69 C3-454A
Chevy 454 2.748 4.000 2.200 6.135 69 C3-454A-1
Chevy 454 2.748 4.250 2.200 6.385 69 C3-454B
Chevy 454 1 PC seal 2.748 4.250 2.200 6.385 69 C3-454B-1
Chevy 454 2.748 4.500 2.200 6.535 69 C3-454D
Chevy 454 2.748 4.500 2.200 6.535 69 C3-454D-1
Chevy 454 2.748 4.750 2.200 6.800 C3-454E
Chevy 454 2.748 4.875 2.200 6.800 C3-454F
Chevy 454 2.748 5.000 2.200 7.100 C3-454G
Chevy 454 2.748 5.250 2.200 7.100 C3-454H
Chevy 454 2.748 5.300 2.200 7.100 C3-454I
LS1 Nitride 2.558 4.000 2.099 6.125 C3-LS1

* More sizes available
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Aluminum Connecting Rods
Since their inception, BRC Billet Aluminum Rods have stood for 

Quality and Strength. Our Sales Staff can include a set with your order. 
These rods are cut from a Proprietary 7000 series alloy designed to with-
stand the harsh environment of racing.

**** CUSTOM SIZES ALSO AVAILABLE, BUILT TO YOUR SPECIFIC LENGTH AND WIDTH****

Standard Journal

Rod Length
Wrist 
Pin

Crank 
Pin

Journal 
Width Part Number

6.135” (Stock) .990 2.200 .985 A026135BBPST

6.385” (+.250) .990 2.200 .985 A026385BBPST

6.405” (+.270) .990 2.200 .985 A026405BBPST

6.535” (+.400) .990 2.200 .985 A026535BBPST

6.635” (+.500) .990 2.200 .985 A026635BBPST

6.700” (+.565) .990 2.200 .985 A026700BBPST

6.735” (+.600) .990 2.200 .985 A026735BBPST

6.800” (+.665) .990 2.200 .985 A026800BBPST

Small Journal

Rod Length
Wrist 
Pin

Crank 
Pin

Journal 
Width Part Number

6.135” (Stock) .990 2.100 .985 A026135BBPSM

6.385” (+.250) .990 2.100 .985 A026385BBPSM

6.535” (+.400) .990 2.100 .985 A026535BBPSM

6.635” (+.500) .990 2.100 .985 A026635BBPSM

6.700” (+.565) .990 2.100 .985 A026700BBPSM

6.800” (+.665) .990 2.100 .985 A026800BBPSM

Big Block Pro Series

Standard Small Block
Standard Weight / Standard Journal

Rod 
Length Wrist Pin

Crank 
Pin

Journal 
Width Part Number

5.400” .927 2.100 .938 A015400SBPST

5.700” .927 2.100 .938 A015700SBPST

5.850” .927 2.100 .938 A015850SBPST

6.000” .927 2.100 .938 A016000SBPST

6.125” .927 2.100 .938 A016125SBPST

6.200” .927 2.100 .938 A016200SBPST

6.250” .927 2.100 .938 A016250SBPST

6.300” .927 2.100 .938 A016300SBPST

6.350” .927 2.100 .938 A016350SBPST

6.400” .927 2.100 .938 A016400SBPST

6.500” .927 2.100 .938 A016500SBPST

Standard Weight / Small Journal

Rod Length
Wrist 
Pin

Crank 
Pin

Journal 
Width Part Number

5.400” .927 2.000 .938 A015400SBPSM

5.700” .927 2.000 .938 A015700SBPSM

6.000” .927 2.000 .938 A016000SBPSM

6.125” .927 2.000 .938 A016125SBPSM

6.200” .927 2.000 .938 A016200SBPSM

Ford / Standard Journal
5.400” SB .912 2.124 .902 A035400SBPSM

5.700” SB .912 2.124 .902 A035700SBPSM

5.780” SB .912 2.124 .902 A035780SBPSM

6.000” SB .912 2.124 .902 A036000SBPSM

6.200” SB .912 2.124 .902 A036200SBPSM

Rod 
Length

Wrist 
Pin

Crank 
Pin

Journal 
Width Part Number

6.856” 1.094 1.320 1.000 A076856MBBP

Rod Length
Wrist 
Pin

Crank 
Pin

Journal 
Width Part Number

6.981” [.125] 1.094 1.400 1.000 A066981MBBP

7.043” [+.187] 1.094 1.400 1.000 A067043MBBP

426 Hemi
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Also available are Ultra Light Series, Limited Series, Titanium and custom sizes.  
All Oliver connecting rods may be upgraded to Oliver/ARP 3.5 bolts at an additional charge.

Oliver Steel Connecting Rods
For years BRC Performance has built a reputation for quality and service that continues with  

the availability of Oliver steel rods. Ask your sales person to include a set with your order!

Standard Journal
Rod Length Wrist Pin Crank Pin Journal Width Gram Weights Part Number

6.135" (Stock) .990 2.200 .992 239g 562g 801g R026135UIBST

6.385" (+.250) .990 2.200 .992 241g 566g 807g R026385UIBST

6.405" (+.270) .990 2.200 .992 243g 567g 810g R026405UIBST

6.535" (+.400) .990 2.200 .992 248g 571g 819g R026535UIBST

6.635" (+.500) .990 2.200 .992 251g 575g 826g R026635UIBST

6.700" (+.565) .990 2.200 .992 252g 577g 829g R026700UIBST

6.735" (+.600) .990 2.200 .992 253g 578g 831g R026735UIBST

6.800" (+.665) .990 2.200 .992 254g 578g 832g R026800UIBST

MAX / Standard Journal
6.385" +.250 .990 2.200  .992  269g 586g 855g R026385UIMSTM

6.535" +.400 .990 2.200  .992  273g 591g 864g R026535UIMSTM

6.635" +.500 .990 2.200  .992  274g 594g 868g R026635UIBSTM

6.700" +.565 .990 2.200 .992   275g 599g 874g R026700UIBSTM

6.800" +.665 .990 2.200 .992   276g 600g 876g R026800UIBSTM

Small Journal
Rod Length Wrist Pin Crank Pin Journal Width Gram Weights Part Number

6.135” (Stock) .990 2.100 .992 232g 549g 781g R026135UIBSM
6.385” (+.250) .990 2.100 .992 236g 553g 789g R026385UIBSM
6.535” (+.400) .990 2.100 .992 238g 553g 791g R026535UIBSM
6.635” (+.500) .990 2.100 .992 240g 559g 799g R026635UIBSM
6.700” (+.565) .990 2.100 .992 240g 562g 802g R026700UIBSM
6.800” (+.665) .990 2.100 .992 241g 564g 805g R026800UIBSM

Tall Deck / Standard Journal
7.000" +.865 .990 2.200 .992  268g 596g 864g R02700UIBST
7.250+ +1.115 .990 2.200 .992 272g 605g 877g R027250UIBST
7.500" +1.365 .990 2.200 .992 279g 612g 891g R027500UIBST
7.750" +1.615 .990 2.200 .992 286g 618g 904g R027750UIBST
8.000" +1.865 .990 2.200 .992 294g 634g 928g R028000UIBST

Ultimate I-Beam Block Series
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Pontiac / Mopar Series

Mopar Big Block / Standard Journal
Rod Length Wrist Pin Crank Pin Journal Width Gram Weights Part Number

6.760" Mopar .990 2.375 1.017 271g 605g 876g R066760MSJ
6.950" Hemi .990 2.375 .993 265g 593g 858g R066950MSJ
6.860" Hemi 1.030 2.375 1.017 267g 610g 877g R066860MSJ

Pontiac Big Block / Standard Journal

Rod Length Wrist Pin Crank Pin Journal Width Gram Weights Part Number
6.625” BB .980 2.250 .995 222g 568g 790g R076625PSJ

Oliver Steel Connecting Rods

Standard Weight Series
Standard Weight / Standard Journal

Rod Length Wrist Pin Crank Pin Journal Width Gram Weights Part Number
5.400” .927 2.100 .940 171g 462g 633g R015400SWSJ
5.700” .927 2.100 .940 181g 467g 648g  R015700SWSJ
5.850” .927 2.100 .940 183g 476g 659g R015850SWSJ
6.000” .927 2.100 .940 185g 476g 661g R016000SWSJ
6.125” .927 2.100 .940 185g 478g 663g R016125SWSJ
6.200” .927 2.100 .940 186g 481g 667g R016200SWSJ
6.250” .927 2.100 .940 187g 480g 667g R016250SWSJ
6.300” .927 2.100 .940 189g 483g 672g R016300SWSJ
6.350” .927 2.100 .940 191g 484g 675g R016350SWSJ
6.400” .927 2.100 .940 193g 486g 679g R016400SWSJ
6.500” .927 2.100 .940 196g 488g 684g R016500SWSJ

Standard Weight / Small Journal

Rod Length Wrist Pin Crank Pin Journal Width Gram Weights Part Number
5.400" .927 2.000 .940 169g 450g 619g R015400SWSMJ
5.700" .927 2.000 .940 175g 457g 632g R015700SWSMJ
5.850" .927 2.000 .940 178g 461g 639g R015850SWSMJ
6.000" .927 2.000 .940 181g 464g 645g R016000SWSMJ
6.125" .927 2.000 .940 184g 469g 653g R016125SWSMJ
6.200" .927 2.000 .940 184g 470g 654g R016200SWSMJ
6.300" .927 2.000 .940 187g 469g 656g R016300SWSMJ

Ford / Standard Journal
5.400” Pinto .927 2.000 .990 165g 471g 636g R035400SWPSJ
5.315” SB .912 2.100 .902 162g 454g 616g R035315SWFSJ
5.400” SB .912 2.100 .902 162g 456g 618g R035400SWFSJ
5.400” SB .927 2.124 .830 159g 443g 602g R035400SWFSJ
6.800” BB .990 2.200 1.000 245g 588g 833g R046800SWFSJ

Also available are Ultra Light Series, Limited Series, Titanium and custom sizes.  
All Oliver connecting rods may be upgraded to Oliver/ARP 3.5 bolts at an additional charge.
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Super Speedway / Standard Journal
Rod Length Wrist Pin Crank Pin Journal Width Gram Weights Part Number

6.000” .927 2.100 .940 211g 504g 715g R016000SSSJ

6.125” .927 2.100 .940 213g 506g 719g R016125SSSJ 

6.200” .927 2.100 .940 215g 509g 724g R016200SSSJ

6.250” .927 2.100 .940 219g 510g 729g R016250SSSJ

6.300” .927 2.100 .940 220g 511g 731g R016300SSSJ 

6.500” .927 2.100 .940 223g 516g 739g R016500SSSJ

Small & Big Big Block Chevy / Standard Journal
Rod Length Wrist Pin Crank Pin Journal Width Gram Weights Part Number
5.700" .927 2.100 .940 188g 488g 676g R015700FIBSJ

6.000" .927 2.100 .940 189g 492g 681g R016000FIBSJ

6.135" (Stock) .990 2.200 .992 223g 573g 796g R026135FIBSJ

6.385" +.250 .990 2.200 .992 237g 578g 815g R026385FIBSJ

6.535" +.400 .990 2.200 .992 247g 581g 828g R026535FIBSJ

6.700" +.565 .990 2.200 .992 255g 585g 840g R026700FIBSJ

6.800" +.665 .990 2.200 .992 258g 591g 849g R026800FIBSJ

7.000" +.865 .990 2.200 .992 270g 611g 881g R027000FIBSJ

Super Speedway Series

Forged I-Beam Series

Oliver Steel Connecting Rods

Also available are Ultra Light Series, Limited Series, Titanium and custom sizes.  
All Oliver connecting rods may be upgraded to Oliver/ARP 3.5 bolts at an additional charge.
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Standard Piston Features
Features that are standard on stock BRC pistons:

■	 Hollow domes which provide reduced weight

■	 Solid domes which can be machined to  
exact  compression ratios

■	 Radius-flow domes for maximum horsepower and 
efficiency

■	 Valve pockets designed to accommodate most cams 
and angle milled heads

■	 Internal milling to reduce weight

■	 Forced pin oilers

■	 Balanced sets to within ± one gram

■	 Rigorous inspection to ensure quality

■	 Job number marked on pistons to match to a  
production record

Optional Features
We provide a wide array of optional features, many at no 
additional cost. Examples are:

■	 Offset pin holes

■	 Various pin lengths

■	 Various lock grooves

■	 Lock removal notch

■	 Plunge cut valve relief’s

■	 Gas porting

■	 Specially designed skirts, available in standard and 
smooth finishes

■	 Super light machining

Stock Pistons
In order to provide our customers with the best possible service, we maintain an inventory of thousands of pistons 

designed for the most common engine types and applications. Our stock prices include straight wall wrist pins, which 
can be upgraded upon request.

Most BRC stock pistons are complete except pin fit. On receipt of your order, the pistons are finished, cleaned, and  
re-inspected, then shipped the same day. (Orders must be received by 10:00 am EST)
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Chevrolet 350 – Flat Top
n	 Standard wrist pins are included (102 gram, .927 x 2.500)

n	 Ring grooves are (1/16th, 1/16th, 3/16th) or (.043, .043, 
3.0mm) or (1.5mm, 1.5mm, 3.0mm)

n	 Compression ratios are approximated using a 64 cc chamber,  
with “zero” deck

n	 Valve pockets are 5.0 cc (approximate)

n	 Radius valve pockets

n	 Cylinders 1,4,5 and 8 take right hand pistons 
cylinders 2,3,6 and 7 take left hand pistons

n	 Pistons available for standard valve locations &  
40/60 valve shift

Bore Stroke Rod
Comp. 
Ratio

Deck 
Height

Comp. 
Distance

Approx. 
Weight Engineering Number

Rail 
Required

Part 
Number

4.020 3.000 5.700   9.0 8.990 1.790 468 01 01  790 020 30177

4.020 3.250 6.000   9.7 8.985 1.360 421 01 01  360 020 30152

4.020 3.480 5.700 10.4 8.990 1.550 426 01 01  550 020 30167

4.020 3.480 6.000 10.4 8.990 1.250 395 01 01  250 020 30142

4.020 3.500 5.700 10.4 9.000 1.550 426 01 01  550 020 30167

4.020 3.500 6.000 10.4 9.000 1.250 395 01 01  250 020 30142

4.020 3.500 6.125 10.4 8.995 1.120 390 01 01  120 020 3 30113

4.020 3.560 6.000 10.6 8.993 1.213 398 01 01  213 020 30132

4.020 3.625 6.000 10.8 8.998 1.185 396 01 01  185 020 30123

4.020 3.750 5.700 11.1 8.995 1.420 411 01 01  420 020 30156

4.020 3.500 6.250 10.4 9.000 1.000 380 01 01  000 020 3 30181

4.020 3.750 6.125 11.1 9.000 1.000 380 01 01  000 020 3 30181

4.020 4.000 6.000 11.8 9.000 1.000 380 01 01  000 020 3 30181

4.030 3.000 5.700   9.1 8.990 1.790 470 01 01  790 030 30178

4.030 3.250 6.000   9.8 8.985 1.360 424 01 01  360 030 30153

4.030 3.480 5.700 10.4 8.990 1.550 430 01 01  550 030 30168

4.030 3.480 6.000 10.4 8.990 1.250 398 01 01  250 030 30143

4.030 3.500 5.700 10.4 9.000 1.550 430 01 01  550 030 30168

4.030 3.500 6.000 10.4 9.000 1.250 398 01 01  250 030 30143

4.030 3.500 6.125 10.4 8.995 1.120 395 01 01  120 030 3 30114

4.030 3.560 6.000 10.6 8.993 1.213 404 01 01  213 030 30133

4.030 3.625 6.000 10.8 8.998 1.185 397 01 01  185 030 30124

4.030 3.750 5.700 11.1 8.995 1.420 413 01 01  420 030 30157

4.030 3.500 6.250 10.4 9.000 1.000 385 01 01  000 030 3 30182

(continued on next page)



Visit our website at  
www.brcperformance.com

800-522-747812

Bore Stroke Rod
Comp. 
Ratio

Deck 
Height

Comp. 
Distance

Approx. 
Weight Engineering Number

Rail 
Required

Part 
Number

4.030 3.750 6.125 11.1 9.000 1.000 385 01 01  000 030 3 30182

4.030 4.000 6.000 11.8 9.000 1.000 385 01 01  000 030 3 30182

4.040 3.000 5.700   9.1 8.990 1.790 472 01 01  790 040 30179

4.040 3.250 6.000   9.8 8.985 1.360 427 01 01  360 040 30154

4.040 3.480 5.700 10.5 8.990 1.550 434 01 01  550 040 30170

4.040 3.480 6.000 10.5 8.990 1.250 400 01 01  250 040 30145

4.040 3.500 5.700 10.5 9.000 1.550 434 01 01  550 040 30170

4.040 3.500 6.000 10.5 9.000 1.250 400 01 01  250 040 30145

4.040 3.500 6.125 10.5 8.995 1.120 400 01 01  120 040 3 30116

4.040 3.500 6.250 10.5 9.000 1.000 390 01 01  000 040 3 30183

4.040 3.560 6.000 10.6 8.993 1.213 411 01 01  213 040 30134

4.040 3.625 6.000 10.8 8.998 1.185 399 01 01  185 040 30125

4.040 3.750 5.700 11.2 8.995 1.420 414 01 01  420 040 30158

4.040 3.750 6.125 11.2 9.000 1.000 390 01 01  000 040 3 30183

4.040 4.000 6.000 11.9 9.000 1.000 390 01 01  000 040 3 30183

4.060 3.000 5.700   9.2 8.990 1.790 474 01 01  790 060 30180

4.060 3.250 6.000  9.9 8.985 1.360 432 01 01  360 060 30155

4.060 3.480 5.700 10.5 8.990 1.550 447 01 01  550 060 30171

4.060 3.480 6.000 10.5 8.990 1.250 404 01 01  250 060 30146

4.060 3.500 5.700 10.5 9.000 1.550 447 01 01  550 060 30171

4.060 3.500 6.000 10.5 9.000 1.250 404 01 01  250 060 30146

4.060 3.500 6.125 10.5 8.995 1.120 405 01 01  120 060 3 30117

4.060 3.500 6.250 10.5 9.000 1.000 398 01 01  000 060 3 30184

4.060 3.560 6.000 10.7 8.993 1.213 415 01 01  213 060 30135

4.060 3.625 6.000 10.9 8.998 1.185 404 01 01  185 060 30126

4.060 3.750 5.700 11.3 8.995 1.420 425 01 01  420 060 30159

4.060 3.750 6.125 11.3 9.000 1.000 398 01 01  000 060 3 30184

4.060 4.000 6.000 12.0 9.000 1.000 398 01 01  000 060 3 30184

Chevrolet 350 – Flat Top

Don’t see the combination you need?
Call us about custom designed pistons!

1-800-522-7478. . . 
or use the order form on page 44!
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Chevrolet 350 – Domed
n	Standard wrist pins are included (102 gram, .927 x 2.500)

n	 Ring grooves are (1/16th, 1/16th, 3/16th) or (.043, .043, 
3.0mm) or (1.5mm, 1.5mm, 3.0mm)

n	Compression ratios are approximated using a 64 cc chamber,  
with “zero” deck

n	Valve pockets are 5.0 cc (approximate)
n	Radius valve pockets
n	Cylinders 1,4,5 and 8 take right hand pistons 

cylinders 2,3,6 and 7 take left hand pistons
n	Pistons available for standard valve locations &  

40/60 valve shift

(continued on next page)*For an additional charge domes may be machined to achieve a desired compression ratio.

Bore Stroke Rod
Comp.
Ratio

Deck 
Height

Dome Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Rail
Req'd

Part 
NumberNet Vol.  Hgt.

4.020 3.000 5.700 12.2* 8.990 16.5* .475 1.790 530 01 02   790 020 40112

4.020 3.250 6.000 13.2* 8.985 16.5* .475 1.360 446 01 02   360 020 40109

4.020 3.480 5.700 14.0* 8.990 16.5* .475 1.550 462 01 02   550 020 40111

4.020 3.480 6.000 14.0* 8.990 16.5* .475 1.250 420 01 02   250 020 40107

4.020 3.500 5.700 14.0* 9.000 16.5* .475 1.550 462 01 02   550 020 40111

4.020 3.500 6.000 14.0* 9.000 16.5* .475 1.250 420 01 02   250 020 40107

4.020 3.500 6.125 13.8 8.995 11.5 .250 1.120 402 01 02  120 020 3 40104

4.020 3.500 6.250 14.0 9.000 16.5 .475 1.000 400 01 02  000 020 3 40248

4.020 3.560 6.000 14.2* 8.993 16.5* .475 1.213 407 01 02   213 020 40106

4.020 3.625 6.000 13.9 8.998 13.7 .350 1.185 402 01 02   185 020 40105

4.020 3.750 5.700 13.9* 8.995 11.5* .250 1.420 456 01 02   420 020 40110

4.020 3.750 6.125 13.9 9.000 11.5 .250 1.000 400 01 02  000 020 3 40248

4.020 4.000 6.000 14.6 9.000 11.5 .250 1.000 400 01 02  000 020 3 40248

4.030 3.000 5.700 12.2* 8.990 16.5* .475 1.790 532 01 02   790 030 40130

4.030 3.250 6.000 13.2* 8.985 16.5* .475 1.360 448 01 02   360 030 40121

4.030 3.480 5.700 14.0* 8.990 16.5* .475 1.550 464 01 02   550 030 40126

4.030 3.480 6.000 14.0* 8.990 16.5* .475 1.250 421 01 02   250 030 40118

4.030 3.500 5.700 14.1* 9.000 16.5* .475 1.550 464 01 02   550 030 40126

4.030 3.500 6.000 14.1* 9.000 16.5* .475 1.250 421 01 02   250 030 40118

4.030 3.500 6.125 13.9 8.995 11.5 .250 1.120 403 01 02  120 030 3 40113

4.030 3.500 6.250 14.1 9.000 16.5 .475 1.000 403 01 02  000 030 3 40249

4.030 3.560 6.000 14.3* 8.993 16.5* .475 1.213 408 01 02   213 030 40117
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*For an additional charge domes may be machined to achieve a desired compression ratio.

Chevrolet 350 – Domed

Bore Stroke Rod
Comp.
Ratio

Deck 
Height

Dome Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Rail
Req'd

Part 
NumberNet Vol.  Hgt.

4.030 3.625 6.000 13.9 8.998 13.7 .350 1.185 404 01 02   185 030 40115

4.030 3.750 5.700 13.9* 8.995 11.5* .250 1.420 457 01 02   420 030 40122

4.030 3.750 6.125 13.9 9.000 11.5 .250 1.000 403 01 02  000 030 3 40249

4.030 4.000 6.000 14.7 9.000 11.5 .250 1.000 403 01 02  000 030 3 40249

4.040 3.000 5.700 12.3* 8.990 16.5* .475 1.790 535 01 02   790 040 40146

4.040 3.250 6.000 13.2* 9.000 16.5* .475 1.360 450 01 02   360 040 40141

4.040 3.480 5.700 14.1* 8.990 16.5* .475 1.550 466 01 02   550 040 40144

4.040 3.480 6.000 14.1* 8.990 16.5* .475 1.250 423 01 02   250 040 40139

4.040 3.500 5.700 14.2* 9.000 16.5* .475 1.550 466 01 02   550 040 40144

4.040 3.500 6.000 14.2* 9.000 16.5* .475 1.250 423 01 02   250 040 40139

4.040 3.500 6.125 13.9 8.995 11.5 .250 1.120 405 01 02  120 040 3 40135

4.040 3.500 6.250 14.2 9.000 16.5 .475 1.000 407 01 02  000 040 3 40250

4.040 3.560 6.000 14.4* 8.993 16.5* .475 1.213 410 01 02   213 040 40138

4.040 3.625 6.000 14.0 8.998 13.7 .350 1.185 409 01 02   185 040 40137

4.040 3.750 5.700 14.0* 8.995 11.5* .250 1.420 458 01 02   420 040 40142

4.040 3.750 6.125 14.0 9.000 11.5 .250 1.000 407 01 02  000 040 3 40250

4.040 4.000 6.000 14.8 9.000 11.5 .250 1.000 407 01 02  000 040 3 40250

4.060 3.000 5.700 12.4* 8.990 16.5* .475 1.790 538 01 02   790 060 40157

4.060 3.250 6.000 13.4* 9.000 16.5* .475 1.360 459 01 02   360 060 40152

4.060 3.480 5.700 14.2* 8.990 16.5* .475 1.550 470 01 02   550 060 40154

4.060 3.480 6.000 14.2* 8.990 16.5* .475 1.250 432 01 02   250 060 40150

4.060 3.500 5.700 14.3* 9.000 16.5* .475 1.550 470 01 02   550 060 40154

4.060 3.500 6.000 14.3* 9.000 16.5* .475 1.250 432 01 02   250 060 40150

4.060 3.500 6.125 14.0 8.995 11.5 .250 1.120 410 01 02  120 060 3 40147

4.060 3.500 6.250 14.3 9.000 16.5 .475 1.000 412 01 02  000 060 3 40251

4.060 3.560 6.000 14.5* 8.993 16.5* .475 1.213 415 01 02   213 060 40149

4.060 3.625 6.000 14.1 8.998 13.7 .350 1.185 418 01 02   185 060 40148

4.060 3.750 5.700 14.1* 8.995 11.5* .250 1.420 467 01 02   420 060 40153

4.060 3.750 6.125 14.1 9.000 11.5 .250 1.000 412 01 02  000 060 3 40251

4.060 4.000 6.000 14.9 9.000 11.5 .250 1.000 412 01 02  000 060 3 40251
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Bore Stroke Rod
Comp. 
Ratio

Deck 
Height  Net Vol.

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Part 
Number

4.020 3.480 5.700 9.1 8.990 -16.5 1.550 471 01 00 550 020 50120

4.020 3.480 6.000 9.1 8.990 -16.5 1.250 428 01 00 250 020 50107

4.030 3.480 5.700 9.1 8.990 -16.5 1.550 472 01 00 550 030 50122

4.030 3.480 6.000 9.2 8.990 -16.5 1.250 429 01 00 250 030 50110

4.040 3.480 5.700 9.2 8.990 -17.5 1.550 473 01 00 550 040 50125

4.040 3.480 6.000 9.2 8.990 -16.5 1.250 430 01 00 250 040 50113

4.060 3.480 5.700 9.3 8.990 -16.5 1.550 477 01 00 550 060 50130

4.060 3.480 6.000 9.3 8.990 -16.5 1.250 435 01 00 250 060 50114

Bore Stroke Rod
Comp. 
Ratio

Deck 
Height

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Rails 
Required

Part 
Number

4.020 3.750 5.700 11.1 8.995 1.420 411 01 01 420 020 30156

4.020 3.750 6.000 11.1 8.995 1.120 384 01 01 120 020 ✓ 30113

4.030 3.750 5.700 11.1 8.995 1.420 413 01 01 420 030  30157

4.030 3.750 6.000 11.1 8.995 1.120 385 01 01 120 030 ✓ 30114

4.040 3.750 5.700 11.2 8.995 1.420 414 01 01 420 040 30158

4.040 3.750 6.000 11.2 8.995 1.120 390 01 01 120 040 ✓ 30116

4.060 3.750 5.700 11.3 8.995 1.420 425 01 01 420 060 30159

4.060 3.750 6.000 11.3 8.995 1.120 405 01 01 120 060 ✓ 30117

Chevrolet 350 – Reverse Dome
n	 Standard wrist pins are included (102 gram, .927 x 2.500)
n	 Ring grooves are (1/16th, 1/16th, 3/16th) or (.043, .043, 3.0mm) or 

(1.5mm, 1.5mm, 3.0mm)

n	 Compression ratios are approximated using a 64 cc chamber,  
with “zero” deck

n	 Radius valve pockets
n	 Cylinders 1,4,5 and 8 take right hand pistons 

cylinders 2,3,6 and 7 take left hand pistons
n	 Pistons available for standard valve locations & 40/60 valve shift

Chevrolet 383 Stroker – Flat Top
n	 Standard wrist pins are included (102 gram, .927 x 2.500)
n	 Ring grooves are (1/16th, 1/16th, 3/16th) or (.043, .043, 3.0mm) 

or (1.5mm, 1.5mm, 3.0mm)

n	 Compression ratios are approximated using a 64 cc chamber,  
with “zero” deck

n	 Valve pockets are 5.0 cc (approximate)
n	 Radius valve pockets
n	 Cylinders 1,4,5 and 8 take right hand pistons 

cylinders 2,3,6 and 7 take left hand pistons
n	 Pistons available for standard valve locations &  

40/60 valve shift
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Bore Stroke Rod
Comp. 
Ratio

Deck 
Height

Dome Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Rails 
Required

Part 
NumberNet Vol. Hgt.

4.020 3.750 5.700 13.8 8.995 11.5 .250 1.420 456 01 02 420 020 40110

4.020 3.750 6.000 13.8 8.995 11.5 .250 1.120 402 01 02 120 020 ✓ 40104

4.030 3.750 5.700 13.9 8.995 11.5 .250 1.420 457 01 02 420 030  40122

4.030 3.750 6.000 13.9 8.995 11.5 .250 1.120 403 01 02 120 030 ✓ 40113

4.040 3.750 5.700 13.9 8.995 11.5 .250 1.420 459 01 02 420 040 40142

4.040 3.750 6.000 13.9 8.995 11.5 .250 1.120 405 01 02 120 040 ✓ 40135

4.060 3.750 5.700 14.0 8.995 11.5 .250 1.420 464 01 02 420 060 40153

4.060 3.750 6.000 14.0 8.995 11.5 .250 1.120 410 01 02 120 060 ✓ 40147

Bore Stroke Rod
Comp 
Ratio Deck Height

 Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Rails 
Required

Part 
Number

4.125 3.500 / 3.480 5.700 10.8 9.000 / 8.990 1.550 450 01 01  550 125 30172

4.125 3.500 / 3.480 6.000 10.8 9.000 / 8.990 1.250 415 01 01  250 125 30147

4.125 3.560 6.000 11.0 8.993 1.213 409 01 01  213 125 30136

4.125 3.625 6.000 11.2 8.998 1.185 417 01 01  185 125 30127

4.125 3.750 5.700 11.6 8.995 1.420 430 01 01  420 125 30160

(continued on next page)

Chevrolet 400 – Flat Top
■	Standard wrist pins are included (102 gram, .927 x 2.500)
n	 Ring grooves are (1/16th, 1/16th, 3/16th) or (.043, .043, 

3.0mm) or (1.5mm, 1.5mm, 3.0mm)

■	Compression ratios are approximated using a 64 cc chamber,  
with “zero” deck

■	Valve pockets are 5.0 cc (approximate)
■	Radius valve pockets
■	Cylinders 1,4,5 and 8 take right hand pistons 

cylinders 2,3,6 and 7 take left hand pistons
■	Pistons available for standard valve locations  

& 40/60 valve shift

Chevrolet 383 Stroker – Domed
■	Standard wrist pins are included (102 gram, .927 x 2.500)
n	 Ring grooves are (1/16th, 1/16th, 3/16th) or (.043, .043, 

3.0mm) or (1.5mm, 1.5mm, 3.0mm)

■	Compression ratios are approximated using a 64 cc chamber,  
with “zero” deck

■	Valve pockets are 5.0 cc (approximate)
■	Radius valve pockets
■	Cylinders 1,4,5 and 8 take right hand pistons 

cylinders 2,3,6 and 7 take left hand pistons
■	Pistons available for standard valve locations &  

40/60 valve shift
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Bore Stroke Rod
Comp 
Ratio Deck Height

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Rail 
Required

Part 
Number

4.125 3.750 6.000 11.6 8.995 1.120 407 01 01  120 125 ✓ 30118

4.125 3.750 6.125 11.6 9.000 1.000 392 01 01  750 125 ✓ 30103

4.125 3.875 6.000 11.9 8.998 1.060 401 01 01  060 125 ✓ 30108

4.125 4.000 6.000 12.3 9.000 1.000 392 01 01  000 125 ✓ 30103

4.135 3.500 / 3.480 5.700 10.8 9.000 / 8.990 1.550 452 01 01  550 135 30173

4.135 3.500 / 3.480 6.000 10.8 9.000 / 8.990 1.250 416 01 01  250 135 30148

4.135 3.560 6.000 11.1 8.993 1.213 410 01 01  213 135 30137

4.135 3.625 6.000 11.2 8.998 1.185 418 01 01  185 135 30128

4.135 3.750 5.700 11.6 8.995 1.420 431 01 01  420 135 30161

4.135 3.750 6.000 11.6 8.995 1.120 409 01 01  120 135 ✓ 30119

4.135 3.750 6.125 11.6 9.000 1.000 393 01 01 750 135 ✓ 30104

4.135 3.875 6.000 12.0 8.998 1.060 402 01 01  060 135 ✓ 30109

4.135 4.000 6.000 12.3 9.000 1.000 393 01 01  000 135 ✓ 30104

4.145 3.500 / 3.480 5.700 10.9 9.000 / 8.990 1.550 453 01 01  550 145 30174

4.145 3.500 / 3.480 6.000 10.9 9.000 / 8.990 1.250 417 01 01  250 145 30149

4.145 3.560 6.000 11.1 8.993 1.213 411 01 01  213 145 30138

4.145 3.625 6.000 11.3 8.998 1.185 419 01 01  185 145 30129

4.145 3.750 5.700 11.7 8.995 1.420 432 01 01  420 145 30162

4.145 3.750 6.000 11.7 8.995 1.120 412 01 01  120 145 ✓ 30120

4.145 3.750 6.125 11.7 9.000 1.000 394 01 01  750 145 ✓ 30105

4.145 3.875 6.000 12.0 8.998 1.060 403 01 01  060 145 ✓ 30110

4.145 4.000 6.000 12.4 9.000 1.000 394 01 01  000 145 ✓ 30105

4.155 3.500 / 3.480 5.700 10.9 9.000 / 8.990 1.550 455 01 01  550 155 30175

4.155 3.500 / 3.480 6.000 10.9 9.000 / 8.990 1.250 418 01 01  250 155 30150

4.155 3.560 6.000 11.2 8.993 1.213 412 01 01  213 155 30139

4.155 3.625 6.000 11.3 8.998 1.185 420 01 01  185 155 30130

4.155 3.750 5.700 11.7 8.995 1.420 433 01 01  420 155 30163

4.155 3.750 6.000 11.7 8.995 1.120 415 01 01  120 155 ✓ 30121

4.155 3.750 6.125 11.7 9.000 1.000 395 01 01  750 155 ✓ 30106

4.155 3.875 6.000 12.1 8.998 1.060 404 01 01  060 155 ✓ 30111

4.155 4.000 6.000 12.5 9.000 1.000* 395 01 01  000 155 ✓ 30106

4.165 3.500 / 3.480 5.700 11.0 9.000 / 8.990 1.550 456 01 01  550 165 30176

4.165 3.500 / 3.480 6.000 11.6 9.000 / 8.990 1.250 419 01 01  250 165 30151

4.165 3.560 6.000 11.2 8.993 1.213 413 01 01  213 165 30140

4.165 3.625 6.000 11.4 8.998 1.185 421 01 01  185 165 30131

4.165 3.750 5.700 11.8 8.995 1.420 434 01 01  420 165 30164

4.165 3.750 6.000 11.8 8.995 1.120 417 01 01  120 165 ✓ 30122

4.165 3.750 6.125 11.7 9.000 1.000 397 01 01  750 165 ✓ 30107

4.165 3.875 6.000 12.1 8.998 1.060 407 01 01  060 165 ✓ 30112

4.165 4.000 6.000 12.5 9.000 1.000 397 01 01  000 165 ✓ 30107

Chevrolet 400 – Flat Top
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Chevrolet 400 – Domed
■	Standard wrist pins are included (102 gram, .927 x 2.500)
n	 Ring grooves are (1/16th, 1/16th, 3/16th) or (.043, .043, 

3.0mm) or (1.5mm, 1.5mm, 3.0mm)

■	Compression ratios are approximated using a 64 cc  
chamber, with “zero” deck

■	Valve pockets are 5.0 cc (approximate)
■	Radius valve pockets
■	Cylinders 1,4,5 and 8 take right hand pistons 

cylinders 2,3,6 and 7 take left hand pistons
■	Pistons available for standard valve locations  

& 40/60 valve shift

*For an additional charge domes may be machined to achieve a desired compression ratio. (continued on next page)

Bore  Stroke  Rod
Comp. 
Ratio

Deck 
Height

 Dome Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Rails 
Req.

Part 
NumberNet Vol. Hgt.

4.125 3.50 / 3.48 5.700 13.9* 9.0 / 8.99 13.6* .475 1.550 479 01 03  550 125 40165

4.125 3.50 / 3.48 6.000 13.9* 9.0 / 8.99 13.6* .475 1.250 436 01 03  250 125 40163

4.125 3.560 6.000 14.2* 8.993 13.6* .475 1.213 432 01 03  213 125 40162

4.125 3.625 6.000 14.3 8.998 12.7 .350 1.185 412 01 03  185 125 40161

4.125 3.750 5.700 14.2* 8.995 10.2* .250 1.420 494 01 03  420 125 40164

4.125 3.750 6.000 14.2* 8.995 10.2* .250 1.120 445 01 03  120 125 ✓ 40160

4.125 3.750 6.125 14.1 9.000 10.2 .250 1.000 433 01 03  750 125 ✓ 40158

4.125 3.875 6.000 14.5* 8.998 10.2* .250 1.060 441 01 03  060 125 ✓ 40159

4.125 4.000 6.000 15.1* 9.000 10.2* .250 1.000 433 01 03  000 125 ✓ 40158

4.135 3.50 / 3.48 5.700 14.0* 9.0 / 8.99 13.6* .475 1.550 480 01 03  550 135 40173

4.135 3.50 / 3.48 6.000 14.0* 9.0 / 8.99 13.6* .475 1.250 437 01 03  250 135 40171

4.135 3.560 6.000 14.3* 8.993 13.6* .475 1.213 433 01 03  213 135 40170

4.135 3.625 6.000 14.3 8.998 12.7 .350 1.185 415 01 03  185 135 40169

4.135 3.750 5.700 14.2* 8.995 10.2* .250 1.420 495 01 03  420 135 40172

4.135 3.750 6.000 14.2* 8.995 10.2* .250 1.120 446 01 03  120 135 ✓ 40168

4.135 3.750 6.125 14.2 9.000 10.2 .250 1.000 434 01 03  750 135 ✓ 40166

4.135 3.875 6.000 14.6* 8.998 10.2* .250 1.060 442 01 03  060 135 ✓ 40167

4.135 4.000 6.000 15.1* 9.000 10.2* .250 1.000 434 01 03  000 135 ✓ 40166

4.145 3.50 / 3.48 5.700 14.0* 9.0 / 8.99 13.6* .475 1.550 482 01 03  550 145 40181

4.145 3.50 / 3.48 6.000 14.0* 9.0 / 8.99 13.6* .475 1.250 438 01 03  250 145 40179

4.145 3.560 6.000 14.3* 8.993 13.6* .475 1.213 435 01 03  213 145 40178

4.145 3.625 6.000 14.4 8.998 12.7 .350 1.185 416 01 03  185 145 40177

4.145 3.750 5.700 14.3* 8.995 10.2* .250 1.420 497 01 03  420 145 40180

4.145 3.750 6.000 14.3* 8.995 10.2* .250 1.120 447 01 03  120 145 ✓ 40176

4.145 3.750 6.125 14.2 9.000 10.2 .250 1.000 435 01 03  750 145 ✓ 40174

4.145 3.875 6.000 14.6* 8.998 10.2* .250 1.060 443 01 03  060 145 ✓ 40175

4.145 4.000 6.000 15.2* 9.000 10.2* .250 1.000 435 01 03  000 145 ✓ 40174

4.155 3.50 / 3.48 5.700 14.1* 9.0 / 8.99 13.6* .475 1.550 483 01 03  550 155 40196

4.155 3.50 / 3.48 6.000 14.1* 9.0 / 8.99 13.6* .475 1.250 439 01 03  250 155 40188
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Bore  Stroke Rod
Comp. 
Ratio

Deck 
Height

Dome
 Net Vol.   Hgt.

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Req. 
Rails

Part 
Number

4.155 3.560 6.000 14.4* 8.993 13.6* .475 1.213 436 01 03  213 155 40187
4.155 3.625 6.000 14.4 8.998 12.7 .350 1.185 417 01 03  185 155 40186
4.155 3.750 5.700 14.3* 8.995 10.2* .250 1.420 498 01 03  420 155 40192
4.155 3.750 6.000 14.3* 8.995 10.2* .250 1.120 448 01 03  120 155 ✓ 40184
4.155 3.750 6.125 14.3 9.000 10.2 .250 1.000 436 01 03  750 155 ✓ 40182
4.155 3.875 6.000 14.7* 8.998 10.2* .250 1.060 444 01 03  060 155 ✓ 40183
4.155 4.000 6.000 15.2* 9.000 10.2* .250 1.000 436 01 03  000 155 ✓ 40182
4.165 3.50 / 3.48 5.700 14.1* 9.0 / 8.99 13.6* .475 1.550 485 01 03  550 165 40209
4.165 3.50 / 3.48 6.000 14.1* 9.0 / 8.99 13.6* .475 1.250 440 01 03  250 165 40204
4.165 3.560 6.000 14.5* 8.993 13.6* .475 1.213 437 01 03  213 165 40203
4.165 3.625 6.000 14.5 8.998 12.7 .350 1.185 419 01 03  185 165 40202
4.165 3.750 5.700 14.4* 8.995 10.2* .250 1.420 499 01 03  420 165 40206
4.165 3.750 6.000 14.4* 8.995 10.2* .250 1.120 449 01 03  120 165 ✓ 40200
4.165 3.750 6.125 14.3 9.000 10.2 .250 1.000 437 01 03  750 165 ✓ 40198
4.165 3.875 6.000 14.8* 8.998 10.2* .250 1.060 445 01 03  060 165 ✓ 40199
4.165 4.000 6.000 15.3* 9.000 10.2* .250 1.000 437 01 03  000 165 ✓ 40198

Chevrolet 400 – Domed

Chevrolet Small Block –  
Brodix  – 12  Head (15°)
■	Standard wrist pins are included (102 gram, .927 x 2.500)
n	 Ring grooves are (1/16th, 1/16th, 3/16th) or (.043, .043, 

3.0mm) or (1.5mm, 1.5mm, 3.0mm) and require rail ring 
support

■	Compression ratios are approximated using a 60 cc cham-
ber,  
with “zero” deck

■	Valve pockets are 5.0 cc (approximate)
■	Radius valve pockets
■	Cylinders 1,4,5 and 8 take right hand pistons 

cylinders 2,3,6 and 7 take left hand pistons

*For an additional charge domes may be machined to achieve a desired compression ratio.

*For an additional charge domes may be machined to achieve a desired compression ratio.

Bore Stroke Rod
Comp. 
Ratio Height

Dome
 Net Vol.     Hgt.

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Rails 
Req.

Part 
Number

4.145 3.825 6.000 14.0 8.997 3.5* .250 1.085 452 01 E4 085 145 ✓ 40227

4.155 3.825 6.000 14.0 8.997 3.5* .250 1.085 453 01 E4 085 155 ✓ 40229

4.125 3.750 6.000 13.9 8.995 5.2* .350 1.120 450 01 E4 120 125 ✓ 40225

4.135 3.750 6.000 14.0 8.995 5.2* .350 1.120 452 01 E4 120 135 ✓ 40226

4.145 3.750 6.000 14.0 8.995 5.2* .350 1.120 455 01 E4 120 145 ✓ 40228

4.155 3.750 6.000 14.1 8.995 5.2* .350 1.120 457 01 E4 120 155 ✓ 40230

4.165 3.750 6.000 14.1 8.995 5.2* .350 1.120 460 01 E4 120 165 ✓ 40231
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Chevrolet Small Block –  
Domed 18° Head
■	Standard wrist pins are included (102 gram, .927 x 2.500)
n	 Ring grooves are (1/16th, 1/16th, 3/16th) or (.043, .043, 

3.0mm) or (1.5mm, 1.5mm, 3.0mm)

■	Compression ratios are approximated using a 58 cc chamber, 
with “zero” deck

■	Valve pockets are 5.8 cc (approximate)
■	Radius valve pockets
■	Cylinders 1,4,5 and 8 take right hand pistons 

cylinders 2,3,6 and 7 take left hand pistons

Chevrolet 4.3 L. V-6 90° –  
Flat Top
■	Standard wrist pins are included (102 gram, .927 x 2.500)
n	 Ring grooves are (1/16th, 1/16th, 3/16th) or (.043, .043, 

3.0mm) or (1.5mm, 1.5mm, 3.0mm)
■	Compression ratios are approximated using a 74 cc chamber,  

with “zero” deck
■	Valve pockets are 5.0 cc (approximate)
■	Radius valve pockets
■	Cylinders 1,4,5 and 8 take right hand pistons 

cylinders 2,3,6 and 7 take left hand pistons

(continued on next page)

*For an additional charge domes may be machined to achieve a desired compression ratio.

Bore  Stroke  Rod
Comp. 
Ratio

Deck 
Height

Dome
 Net Vol.   Hgt.

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Rails 
Req.

Part 
Number

4.020 3.480 6.000 13.7* 8.990 9.5* .350 1.250 418 01 E2 250 020 40233

4.030 3.480 6.000 13.8* 8.990 9.5* .350 1.250 421 01 E2 250 030 40234

4.040 3.480 6.000 13.8* 8.990 9.5* .350 1.250 428 01 E2 250 040 40236

4.145 3.750 6.000 15.0* 8.995 7.5* .250 1.120 433 01 E2 120 145 ✓ 40242

4.155 3.750 6.000 15.0* 8.995 7.5* .250 1.120 436 01 E2 120 155 ✓ 40244

4.165 3.750 6.000 15.1* 8.995 7.5* .250 1.120 439 01 E2 120 165 ✓ 40247

Bore Stroke Rod
Comp. 
Ratio

Deck 
Height

Comp. 
Distance

Approx. 
Weight

Engineering 
Number Part Number

4.020 3.480 6.000 9.3 8.990 1.250 395 01 01 250 020 30142

4.020 3.500 5.700 9.3 9.000 1.550 426 01 01 550 020 30167

4.020 3.560 6.000 9.5 8.993 1.213 396 01 01 213 020 30132

4.030 3.480 6.000 9.3 8.990 1.250 398 01 01 250 030 30143

4.030 3.500 5.700 9.4 9.000 1.550 430 01 01 550 030 30168

4.030 3.560 6.000 9.5 8.993 1.213 404 01 01 213 030 30133

4.040 3.480 6.000 9.4 8.990 1.250 400 01 01 250 040 30145



Visit our website at  
www.brcperformance.com

800-522-747821

Chevrolet 4.3 L. V-6 90° – Flat Top

Chevrolet 4.3 L. V-6 90° – 
Domed
■	Standard wrist pins are included (102 gram, .927 x 2.500)
n	 Ring grooves are (1/16th, 1/16th, 3/16th) or (.043, .043, 

3.0mm) or (1.5mm, 1.5mm, 3.0mm)
■	Compression ratios are approximated using a 74 cc chamber,  

with “zero” deck
■	Valve pockets are 5.0 cc (approximate)
■	Radius valve pockets
■	Cylinders 1,4,5 and 8 take right hand pistons 

cylinders 2,3,6 and 7 take left hand pistons

Bore Stroke Rod
Comp. 
Ratio

Deck 
Height

Dome
Net. Vol.   Hgt.

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Part 
Number

4.020 3.480 6.000 12.0* 8.990 16.5* .475 1.250 420 01 02 250 020 40107

4.020 3.500 5.700 12.1* 9.000 16.5* .475 1.550 462 01 02 550 020 40111

4.020 3.560 6.000 12.3* 8.993 16.5* .475 1.213 407 01 02 213 020 40106

4.030 3.480 6.000 12.0* 8.990 16.5* .475 1.250 421 01 02 250 030 40118

4.030 3.500 5.700 12.1* 9.000 16.5* .475 1.550 464 01 02 550 030 40126

4.030 3.560 6.000 12.3* 8.993 16.5* .475 1.213 398 01 02 213 030 40117

4.040 3.480 6.000 12.1* 8.990 16.5* .475 1.250 400 01 02 250 040 40139

4.040 3.500 5.700 12.2* 9.000 16.5* .475 1.550 434 01 02 550 040 40144

4.040 3.560 6.000 12.3* 8.993 16.5* .475 1.213 411 01 02 213 040 40138

4.060 3.480 6.000 12.2* 8.990 16.5* .475 1.250 432 01 02 250 060 40150

4.060 3.500 5.700 12.3* 9.000 16.5* .475 1.550 470 01 02 550 060 40154

4.060 3.560 6.000 12.4* 8.993 16.5* .475 1.213 415 01 02 213 060 40149

*For an additional charge domes may be machined to achieve a desired compression ratio.

Call us with your order

1-800-522-7478. . . 
or use the order form on page 44!

Bore Stroke Rod
Comp. 
Ratio

Deck 
Height

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Part 
Number

4.040 3.500 5.700 9.4 9.000 1.550 434 01 01 550 040 30170

4.040 3.560 6.000 9.6 8.993 1.213 411 01 01 213 040 30134

4.060 3.480 6.000 9.4 8.990 1.250 404 01 01 250 060 30146

4.060 3.500 5.700 9.5 9.000 1.550 447 01 01 550 060 30171

4.060 3.560 6.000 9.6 8.993 1.213 415 01 01 213 060 30135
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Chevrolet 454 Domed –  
Nitro Drag
■	Standard wrist pins are included (153 gram, .990 x 2.930)
■	Ring grooves are 1/16th, 1/16th, 3/16th

■	Compression ratios are approximated using a  
114 cc chamber, with “zero” deck

■	Valve pockets are 3.0 cc (approximate)
■	Domes are hollow

(continued on next page)

Bore Stroke Rod
Comp. 
Ratio

Deck 
Height

Dome
Net. Vol.  Hgt.

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Rails 
Req.

Part 
Number

Short deck:
4.250 4.000 6.135 12.9 9.780 45 .680 1.645 660 11 10 645 250 41167

4.280 4.000 6.535 13.0 9.780 45 .680 1.245 603 11 10 245 280 ✓ 41131

4.280 4.000 6.135 13.0 9.780 45 .680 1.645 675 11 10 645 280 41168

4.310 4.000 6.535 13.2 9.780 45 .680 1.245 605 11 10 245 310 ✓ 41132

4.310 4.000 6.385 13.2 9.780 45 .680 1.395 610 11 10 395 310 41153

4.310 4.000 6.135 13.2 9.780 45 .680 1.645 685 11 10 645 310 41169

4.350 4.000 6.535 13.3 9.780 45 .680 1.245 612 11 10 245 350 ✓ 41134

4.375 4.000 6.535 13.5 9.780 45 .680 1.245 622 11 10 245 375 ✓ 41135

4.375 4.000 6.385 13.5 9.780 45 .680 1.395 615 11 10 395 375 41155

4.375 4.000 6.135 13.5 9.780 45 .680 1.645 717 11 10 645 375 41173

4.500 4.250 6.385 14.9 9.780 45 .680 1.270 670 11 10 270 500 ✓ 41146

4.500 4.000 6.385 14.1 9.780 45 .680 1.395 655 11 10 395 500 41157

4.500 4.250 6.135 14.9 9.780 45 .680 1.520 685 11 10 520 500 41163

4.500 4.000 6.135 14.1 9.780 45 .680 1.645 724 11 10 645 500 41174

4.500 4.000 6.535 14.1 9.780 45 .680 1.245 655 11 10 245 500 ✓ 41136

4.530 4.000 6.535 14.3 9.780 45 .680 1.245 670 11 10 245 530 ✓ 41137

4.530 4.250 6.385 15.1 9.780 45 .680 1.270 674 11 10 270 530 ✓ 41148

4.530 4.250 6.135 15.1 9.780 45 .680 1.520 688 11 10 520 530 41164

4.530 4.000 6.135 14.1 9.780 45 .680 1.645 735 11 10 645 530 41175

4.560 4.000 6.535 14.4 9.780 45 .680 1.245 697 11 10 245 560 ✓ 41138

4.560 4.250 6.385 15.2 9.780 45 .680 1.270 685 11 10 270 560 ✓ 41149

4.560 4.250 6.135 15.2 9.780 45 .680 1.520 694 11 10 520 560 41165

4.600 4.000 6.535 14.6 9.780 45 .680 1.245 698 11 10 245 600 ✓ 41139

4.600 4.250 6.385 15.4 9.780 45 .680 1.270 702 11 10 270 600 ✓ 41151

4.600 4.250 6.135 15.4 9.780 45 .680 1.520 720 11 10 520 600 41166
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Chevrolet 454 – Flat Top and 
Low Dome
■	Standard wrist pins are included (153 gram, .990 x 2.930)
■	Ring grooves are 1/16th, 1/16th, 3/16th

■	Compression ratios are approximated using a  
114 cc chamber, with “zero” deck

■	Valve pockets are 3.0 cc (approximate)
■	Radius-flow domes are solid

*For an additional charge domes may be machined to achieve a desired compression ratio.

Bore Stroke Rod
Comp. 
Ratio

Deck 
Height

Net. 
Vol. Hgt.

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Rails 
Req.

Part 
Number

Tall deck:
4.250 4.250 6.405 13.7 10.175 45 .680 1.645 660 11 10 645 250 41167

4.280 4.250 6.405 13.8 10.175 45 .680 1.645 675 11 10 645 280 41168

4.310 4.250 6.405 14.0 10.175 45 .680 1.645 685 11 10 645 310 41169

4.310 4.500 6.535 14.8 10.180 45 .680 1.395 610 11 10 395 310 41153

4.375 4.250 6.405 14.2 10.175 45 .680 1.645 674 11 10 645 375 41173

4.375 4.500 6.535 15.0 10.180 45 .680 1.395 615 11 10 395 375 41155

4.500 4.250 6.405 15.0 10.175 45 .680 1.645 700 11 10 645 500 41174

4.530 4.250 6.405 15.0 10.175 45 .680 1.645 735 11 10 645 530 41175

4.500 4.500 6.535 15.7 10.180 45 .680 1.395 655 11 10 395 500 41157

Chevrolet 454 Domed – Nitro Drag

(continued on next page)

Bore Stroke Rod
Comp. 
Ratio

Deck 
Height

Net. 
Vol. Hgt.

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Part 
Numer

Tall deck (Mark V and truck)
4.280 4.250 6.405      8.9 10.175 -3.0 – 1.645 586 12 01 645 280 31102

4.280 4.250 6.405      9.7* 10.175      8.0* .100 1.645 616 12 09 645 280 41101

4.310 4.250 6.405      9.0 10.175 -3.0 – 1.645 604 12 01 645 310 31103

4.310 4.250 6.405      9.8* 10.175      8.0* .100 1.645 633 12 09 645 310 41102

4.375 4.250 6.405      9.2 10.175 -3.0 – 1.645 607 12 01 645 375 31104

4.375 4.250 6.405 10.1* 10.175      8.0* .100 1.645 636 12 09 645 375 41103

4.470 4.250 6.405      9.6 10.175 -3.0 – 1.645 653 12 01 645 470 31105

4.470 4.250 6.405 10.4* 10.175      8.0* .100 1.645 679 12 09 645 470 41104

4.500 4.250 6.405      9.6 10.175 -3.0 – 1.645 660 12 01 645 500 31106

4.500 4.250 6.405 10.6* 10.175      8.0* .100 1.645 698 12 09 645 500 41105

4.500 4.500 6.535 10.1 10.180 -3.0 – 1.395 610 12 01 395 500 31101
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Bore Stroke Rod
Comp. 
Ratio

Deck 
Height

Dome
Net. Vol.  Hgt.

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Part 
Number

Short deck (passenger):
4.280 4.000 6.135     8.5 9.780 -3.0 — 1.645 586 12 01 645 280 31102

4.280 4.000 6.135     9.2* 9.780      8.0* .100 1.645 616 12 09 645 280 41101

4.310 4.000 6.135     8.6 9.780 -3.0 — 1.645 604 12 01 645 310 31103

4.310 4.000 6.135     9.2* 9.780      8.0* .100 1.645 633 12 09 645 310 41102

4.375 4.000 6.135     8.8 9.780 -3.0 — 1.645 607 12 01 645 375 31104

4.375 4.000 6.135     9.5* 9.780      8.0* .100 1.645 636 12 09 645 375 41103

4.470 4.000 6.135     9.1 9.780 -3.0 — 1.645 653 12 01 645 470 31105

4.470 4.000 6.135     9.8* 9.780      8.0* .100 1.645 679 12 09 645 470 41104

4.500 4.000 6.135     9.3 9.780 -3.0 — 1.645 660 12 01 645 500 31106

4.500 4.000 6.135 10.0* 9.780      8.0* .100 1.645 698 12 09 645 500 41105

4.500 4.000 6.385 10.2 9.780 -3.0 — 1.395 610 12 01 395 500 31101

*For an additional charge domes may be machined to achieve a desired compression ratio.

Chevrolet 454 – Flat Top and Low Dome

Bore Stroke Rod
Comp. 
Ratio

Deck 
Height

Comp. 
Distance

Approx. 
Weight Engineering Number

Part 
Number

4.020 3.500 5.780 10.6 9.180 1.650 533 14 01  650 020 31404

4.020 3.500 6.000 10.6 9.180 1.430 532 14 01  430 020 31401

4.030 3.500 5.780 10.7 9.180 1.650 541 14 01  650 030 31405

4.030 3.500 6.000 10.7 9.180 1.430 535 14 01  430 030 31402

4.040 3.500 5.780 10.7 9.180 1.650 546 14 01  650 040 31406

4.040 3.500 6.000 10.7 9.180 1.430 539 14 01  430 040 31403

Ford 351 Cleveland –  
Stock Head, Flat Top
■	Wrist pins are included (.912 or .927)
■	Ring grooves are 1/16th, 1/16th, 3/16th 
■	Compression ratios are approximated using a 

65 cc chamber, with “zero” deck
■	Valve pockets are 2.5 cc (approximate)
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Ford 351 Cleveland – Stock 
Head Domed
■	Wrist pins are included (.912 or .927)
■	Ring grooves are 1/16th, 1/16th, 3/16th 
■	Compression ratios are approximated using a 65 cc chamber,  

with “zero” deck
■	Valve pockets are 2.5 cc (approximate)
■	Radius-flow domes are hollow

Ford 351 Cleveland – NASCAR  
Domed
■	Wrist pins are included (.912 or .927) 
■	Ring grooves are 1/16th, 1/16th, 3/16th; except 3.875 stroke 

which has 1/16th, 1/16th, 1/8th grooves
■	Compression ratios are approximated using a 65 cc chamber, 

with “zero” deck
■	Valve pockets are 2.5 cc (approximate)
■	Radius-flow domes are hollow

Bore Stroke Rod
Comp. 
Ratio

Deck 
Height

 Net. 
Vol. Hgt.

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Part 
Number

4.000 3.550 6.000 14.0 9.185 17 .450 1.410 525 14 18  410  000 41408

4.010 3.550 6.000 14.1 9.185 17 .450 1.410 528 14 18  410  010 41409

4.020 3.500 6.000 14.0 9.180 17 .450 1.430 534 14 18  430  020 41410

4.020 3.550 6.000 14.2 9.185 17 .450 1.410 531 14 18  410  020 41411

4.030 3.500 6.000 14.0 9.180 17 .450 1.430 538 14 18  430  030 41412

4.040 3.500 6.000 14.1 9.180 17 .450 1.430 540 14 18  430  040 41413

4.060 3.875 6.000 15.6 9.200 17 .450 1.265 510 14 18  265  060 41407

Bore Stroke Rod
Comp. 
Ratio

Deck 
Height

Dome
Net. Vol.    Hgt.

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Part 
Number

4.020 3.500 5.780 13.4 9.180 14.5 .360 1.650 488 14 17  650 020 41404

4.020 3.500 6.000 13.4 9.180 14.5 .360 1.430 469 14 17  430 020 41401

4.030 3.500 5.780 13.5 9.180 14.5 .360 1.650 492 14 17  650 030 41405

4.030 3.500 6.000 13.5 9.180 14.5 .360 1.430 471 14 17  430 030 41402

4.040 3.500 5.780 13.5 9.180 14.5 .360 1.650 495 14 17  650 040 41406

4.040 3.500 6.000 13.5 9.180 14.5 .360 1.430 475 14 17  430 040 41303
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Ford 2300 - Stock Head - Flat Top
■	Standard wrist pins are included (.912 or .927)
■	Ring grooves are 1/16th, 1/16th, 3/16th

■	Compression ratios are approximated using a 60 cc chamber,  
with “zero” deck

Bore Stroke Rod
Comp 
Ratio

Deck 
Height

Comp 
Distance

Approx 
Weight

Engineering 
Number

Rails 
Required

Part 
Number

3.800 3.126 5.200 9.0 8.358 1.590 430 19 01  590 800 31904

3.810 3.126 5.200 9.0 8.358 1.590 433 19 01  590 810 31905

3.820 3.126 5.200 9.1 8.358 1.590 437 19 01  590 820 31906

3.800 3.126 5.700 9.1 8.358 1.090 358 19 01  090 800 ✓ 31901

3.810 3.126 5.700 9.1 8.358 1.090 360 19 01  090 810 ✓ 31902

3.820 3.126 5.700 9.1 8.358 1.090 361 19 01  090 820 ✓ 31903

Ford N351 Head - Flat Top
■	Wrist pins are included (.927 x 2.500) 
■	Ring grooves are 1.5mm, 1.5mm, 3.0mm
■	Pistons are Flat top without valve reliefs
■	Compression ratios are approximated using 64cc chamber,  

with “zero” deck

Bore Stroke
Rod 

Length
Comp. 
Ratio

Deck 
Height

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Part 
Number

4.020 3.500 6.200 11.1 9.195 1.245 395 17 01  245 020 31704
4.030 3.500 6.200 11.1 9.195 1.245 401 17 01  245 030 31705
4.040 3.500 6.200 11.1 9.195 1.245 409 17 01  245 040 31706
4.020 3.500 6.250 11.1 9.195 1.195 384 17 01  195 020 31701
4.030 3.500 6.250 11.1 9.195 1.195 391 17 01  195 030 31702
4.040 3.500 6.250 11.1 9.195 1.195 396 17 01  195 040 31703

Ford Twisted Wedge Head - Flat Top
■	Wrist pins are included (.912 x 2.500) 
■	Ring grooves are 1/16th, 1/16th, 3/16th 
■	Pistons are Flat top with valve relief for high lift cams
■	Compression ratios are approximated using 64cc chamber,  

with “zero” deck

Bore Stroke
Rod 

Length
Comp. 
Ratio

Deck 
Height

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Part 
Number

4.020 3.000 5.090 9.4 8.190 1.600 471 18 01  600 020 31801
4.030 3.000 5.090 9.4 8.190 1.600 473 18 01  600 030 31802
4.040 3.000 5.090 9.5 8.190 1.600 475 18 01  600 040 31803
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Ford 302 – Stock Head, 
Flat Top, Inverted Dome, 
Domed
■	Wrist pins are included (.912 x 2.500)
■	Ring grooves are 1/16th, 1/16th, 3/16th

■	Compression ratios are approximated using a 60 cc chamber,  
with “zero” deck

■	Valve pockets are 5.0 cc (approximate)
■	Valves reliefs will accommodate oversized valves and  

high lift cams

Bore Stroke
Rod 

Length
Comp. 
Ratio

Deck 
Height

Comp.
Distance

Approx.
Weight

Engineering 
Number

Rails 
Req.

Part 
Number

Flat Top Stroker:

4.020 3.400 5.400 10.6 8.200 1.100 381 16 01  100 020 ✓ 31603

4.030 3.400 5.400 10.7 8.200 1.100 382 16 01  100 030 ✓ 31604

4.040 3.400 5.400 10.7 8.200 1.100 383 16 01  100 040 ✓ 31605

4.050 3.400 5.400 10.8 8.200 1.100 390 16 01  100 050 ✓ 31606

4.060 3.400 5.400 10.8 8.200 1.100 398 16 01  100 060 ✓ 31607

Flat Top Stock:

4.020 3.000 5.090   9.5 8.190 1.600 444 16 01  600 020 31619

4.030 3.000 5.090   9.5 8.190 1.600 445 16 01  600 030 31620

4.040 3.000 5.090   9.5 8.190 1.600 446 16 01  600 040 31622

4.050 3.000 5.090   9.6 8.190 1.600 451 16 01  600 050 31623

4.060 3.000 5.090   9.6 8.190 1.600 452 16 01  600 060 31624

Inverted Dome: -14 cc Net Volume

4.020 3.000 5.090   8.4 8.190 1.600 476 16 00  600 020 51606

4.030 3.000 5.090   8.5 8.190 1.600 477 16 00  600 030 51607

4.040 3.000 5.090   8.5 8.190 1.600 479 16 00  600 040 51608

4.050 3.000 5.090   8.5 8.190 1.600 485 16 00  600 050 51609

4.060 3.000 5.090   8.6 8.190 1.600 489 16 00  600 060 51610

Dome: 16 cc Net Volume

4.020 3.000 5.090 12.8 8.190 1.600 500 16 25  600 020 41602

4.030 3.000 5.090 12.9 8.190 1.600 502 16 25  600 030 41603

4.040 3.000 5.090 12.9 8.190 1.600 503 16 25  600 040 41604

4.050 3.000 5.090 13.0 8.190 1.600 507 16 25  600 050 41605

4.060 3.000 5.090 13.0 8.190 1.600 511 16 25  600 060 41606
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Ford 351 Windsor – Stock Head, 
Flat Top, Inverted Dome, Domed
■	Wrist pins are included (.912 or .927)
■	Ring grooves are 1/16th, 1/16th, 3/16th 
■	Compression ratios are approximated using a 64 cc chamber,  

with “zero” deck
■	Valve pockets are 5.0 cc (approximate)
■	Valves reliefs will accommodate oversized valves and  

high lift cams

Bore Stroke
Rod 

Length
Comp. 
Ratio

Deck 
Height

Comp. 
Distance

Approx. 
Weight

Engineering 
Number Part Number

Flat Top Cleveland Block, Windsor:

4.020 3.500 6.200 10.4 9.195 1.245 418 16 01  245 020 31610

4.030 3.500 6.200 10.4 9.195 1.245 420 16 01  245 030 31611

4.040 3.500 6.200 10.5 9.195 1.245 423 16 01  245 040 31612

4.050 3.500 6.200 10.5 9.195 1.245 428 16 01  245 050 31613

4.060 3.500 6.200 10.6 9.195 1.245 432 16 01  245 060 31614

Flat Top Stock:

4.020 3.500 5.956 10.4 9.480 1.775 502 16 01  775 020 31626

4.030 3.500 5.956 10.4 9.480 1.775 504 16 01  775 030 31627

4.040 3.500 5.956 10.5 9.480 1.775 506 16 01  775 040 31628

4.050 3.500 5.956 10.5 9.480 1.775 511 16 01  775 050 31629

4.060 3.500 5.956 10.6 9.480 1.775 514 16 01  775 060 31630

Inverted Dome: -25 cc Net Volume

4.020 3.500 5.956   8.5 9.480 1.775 509 16 00  775 020 51611

4.030 3.500 5.956   8.5 9.480 1.775 510 16 00  775 030 51612

4.040 3.500 5.956   8.5 9.480 1.775 521 16 00  775 040 51613

4.050 3.500 5.956   8.5 9.480 1.775 518 16 00  775 050 51614

4.060 3.500 5.956   8.5 9.480 1.775 520 16 00  775 060 51615

Dome: 11 cc Net Volume

4.020 3.500 5.956   13.1 9.480 1.775 505 16 25  775 020 41608

4.030 3.500 5.956   13.1 9.480 1.775 506 16 25  775 030 41609

4.040 3.500 5.956   13.1 9.480 1.775 508 16 25  775 040 41610

4.050 3.500 5.956   13.1 9.480 1.775 512 16 25  775 050 41611

4.060 3.500 5.956   13.1 9.480 1.775 514 16 25  775 060 41612



Visit our website at  
www.brcperformance.com

800-522-747829

Ford 351 Yates Head – Flat 
Top, Inverted Dome, Domed
■	Wrist pins are included (.927 x 2.500)
■	Ring grooves are 1/16th; 1/16th, 3/16th, Domed (1/16th, 1/16th, 

3mm inverted, flat top)
■	Compression ratios are approximated using a 58 cc chamber, 

with “zero” deck; 48 cc chamber, for domed pistons
■	Valves reliefs will accommodate oversized valves and high lift 

cams

Don’t see the combination you need?
Call us about custom designed pistons!

1-800-522-7478. . . 
or use the order form on page 44!

Bore Stroke
Rod 

Length
Comp. 
Ratio

Deck 
Height

Comp. 
Distance

Approx. 
Weight

Engineering 
Number

Part 
Number

Flat top: -3.7cc Net Volume 58cc
4.020 3.500 6.200 11.5 9.195 1.245 419 13  01  245  020 31301

4.030 3.500 6.200 11.5 9.195 1.245 420 13  01  245  030 31302

4.040 3.500 6.200 11.5 9.195 1.245 421 13  01  245  040 31303

4.050 3.500 6.200 11.5 9.195 1.245 423 13  01  245  050 31304

4.060 3.500 6.200 11.5 9.195 1.245 427 13  01  245  060 31305

Inverted Dome: -20 cc Net Volume 58cc

4.020 3.500 6.200 9.5 9.195 1.245 415 13  00  245  020 51301

4.030 3.500 6.200 9.5 9.195 1.245 417 13  00  245  030 51302

4.040 3.500 6.200 9.5 9.195 1.245 420 13  00  245  040 51303

4.050 3.500 6.200 9.5 9.195 1.245 424 13  00  245  050 51304

4.060 3.500 6.200 9.5 9.195 1.245 429 13  00  245  060 51305

Dome: 2.5 cc Net Volume 48cc
4.020 3.500 6.200 14.5 9.195 1.245 429 13  Y2  245  020 41301

4.030 3.500 6.200 14.5 9.195 1.245 430 13  Y2  245  030 41302

4.040 3.500 6.200 14.5 9.195 1.245 431 13  Y2  245  040 41303

4.050 3.500 6.200 14.5 9.195 1.245 435 13  Y2  245  050 41304

4.060 3.500 6.200 14.5 9.195 1.245 437 13  Y2  245  060 41305
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Ford 429  –  460 Flat Top, 
Dish, Nitro Drag / Marine
■	Standard pins are included (.990 x 2.930 or  

1.040 x 3.125)
■	Ring grooves are 1/16th, 1/16th, 3/16th

■	Compression ratios are approximated using a 96 cc chamber, 
with deck height of -.010 for the 6.605" rod combination  
and -.015 for the 6.700" rod combination

■	Valve pockets are 6.5 cc (approximate)

Bore Stroke Rod 
Length

Comp. 
Ratio

Deck 
Height

Comp. 
Distance

Approx. 
Weight

Engineering Number Part 
Number

Flat Top – 6.605" rod combination:
4.440 4.350 6.605 10.6 10.300 1.510 609 28 01  510 440 32801

4.470 4.350 6.605 10.7 10.300 1.510 612 28 01  510 470 32802

4.500 4.350 6.605 10.8 10.300 1.510 647 28 01  510 500 32803

4.360 3.850 6.605   9.2 10.300 1.770 609 28 01 770 360 32806

4.375 3.850 6.605   9.3 10.300 1.770 635 28 01 770 375 32804

4.390 3.850 6.605   9.3 10.300 1.770 647 28 01 770 390 32805

Dish – 6.605" rod combination: -18 cc Net Volume
4.360 3.850 6.605   8.4 10.300 1.770 647 28 00 770 360 52801

4.375 3.850 6.605   8.5 10.300 1.770 650 28 00 770 375 52802

4.390 3.850 6.605   8.5 10.300 1.770 652 28 00 770 390 52803

Flat Top – 6.700" rod combination:
4.440 4.150 6.700 10.0 10.300 1.510 609 28 01  510 440 32801

4.470 4.150 6.700 10.1 10.300 1.510 612 28 01  510 470 32802

4.500 4.150 6.700 10.2 10.300 1.510 647 28 01  510 500 32803



Visit our website at  
www.brcperformance.com

800-522-747831

Harley Davidson
■	 We stock many combinations of Harley pistons

■	 Custom designs available tailored to your exact  
specifications

Call us for details!

Bore Stroke
Comp.

Distance
Comp. 
Ratio Ring Grooves Engineering Number Part Number

Harley-Davidson – Evolution 80 C.I. 1340:
3.498 4.250 1.381 10.0 1/16, 1/16, 4mm 67  CD  381  498 46701
3.508 4.250 1.381 10.0 1/16, 1/16, 4mm 67  CD  381  508 46702
3.518 4.250 1.381 10.0 1/16, 1/16, 4mm 67  CD  381  518 46703
3.528 4.250 1.381 10.0 1/16, 1/16, 4mm 67  CD  381  528 46704
3.538 4.250 1.381 10.0 1/16, 1/16, 4mm 67  CD  381  538 46705

Harley-Davidson – ’78-’84 Shovelhead 80 C.I. 1340
3.498 4.250 1.470   9.1 1/16, 1/16, 4mm 67  CD  470  498 46706
3.508 4.250 1.470   9.1 1/16, 1/16, 4mm 67  CD  470  508 46707
3.518 4.250 1.470   9.2 1/16, 1/16, 4mm 67  CD  470  518 46708
3.528 4.250 1.470   9.2 1/16, 1/16, 4mm 67  CD  470  528 46709
3.538 4.250 1.470   9.3 1/16, 1/16, 4mm 67  CD  470  538 46710

Chrysler 400 & 440 –  
Open & Closed Chamber
■	Ring grooves are 1/16th, 1/16th, 3/16th

■	Compression ratios  are approximate using 90cc Open 
Chamber, 76cc Closed chamber heads

■	Available for .990 or 1.094 pin holes
■	Valve pockets are 5cc (approximate)
■	Valve reliefs will accommodate high lift cams

Bore Stroke Rod
Comp.
Ratio

Deck 
Height

Comp.
Distance

Approx.
Weight

Engineering 
Number

Part 
Number

400 Chrysler Flat Top  (open & closed) 90cc heads figured  1.094 & .990 pin hole available:
4.350 3.750 6.768 10.0 9.963 1.320 518 35 01 320 350 33503
4.375 3.750 6.768 10.0 9.963 1.320 525 35 01 320 375 33505
4.380 3.750 6.768 10.0 9.963 1.320 529 35 01 320 380 33507

400 Chrysler Domed  (open & closed) 90cc heads figured  1.094 & .990 pin hole available:
4.350 3.750 6.768 11.6 9.963 1.320 592 35 99 320 350 43501
4.375 3.750 6.768 11.6 9.963 1.320 598 35 99 320 375 43503
4.380 3.750 6.768 11.6 9.963 1.320 601 35 99 320 380 43505

440 Chrysler Flat Top  (open & closed) 90cc heads figured 1.094 & .990 pin hole available:
4.350 3.750 6.768 10.0 10.703 2.060 700 35 01 060 350 33516
4.375 3.750 6.768 10.0 10.703 2.060 705 35 01 060 375 33520
4.380 3.750 6.768 10.0 10.703 2.060 707 35 01 060 380 33522

440 Chrysler Domed  (open & closed) 90cc heads figured 1.094 & .990 pin hole available:
4.350 3.750 6.768 11.6 10.703 2.060 724 35 99 060 350 43511
4.375 3.750 6.768 11.6 10.703 2.060 726 35 99 060 375 43517
4.380 3.750 6.768 11.6 10.703 2.060 729 35 99 060 380 43519
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Bore Stroke Rod
Comp. 

Distance Dome Volume
Comp. 
Ratio

Engineering 
Number

Part 
Number

 ACURA 41.5cc B18C1 Heads
3.189/81.0mm 3.433 5.433 1.181 -9.3 8.8:1 9400181189 59424

3.209/81.5mm 3.433 5.433 1.181 -9.3 8.9:1 9400181209 59425

3.228/82.0mm 3.433 5.433 1.175 -9.0 9.0:1 9400175228 59426

3.268/83.0mm 3.433 5.433 1.175 -10.2 9.0:1 9400175268 59427

3.189/81.0mm 3.433 5.433 1.181 -1.7 10:1 9401181189 39401

3.209/81.5mm 3.433 5.433 1.181 -1.7 10:1 9401181209 39402

3.189/81.0mm 3.433 5.433 1.181 5.6 11.5:1 94HB181189 49401

3.209/81.5mm 3.433 5.433 1.181 5.2 11.5:1 94HB181209 49402

3.228/82.0mm 3.433 5.433 1.175 4.7 11.5:1 94HB175228 49403

3.268/83.0mm 3.433 5.433 1.175 3.8 11.5:1 94HB175268 49404

3.189/81.0mm 3.433 5.433 1.195 6.7 12.3:1 94HB195189 49405

3.209/81.5mm 3.433 5.433 1.195 6.7 12.4:1 94HB195209 49406

 ACURA 42.7 cc B18C5 Heads
3.209/81.5mm 3.433 5.433 1.195 -9.8 8.8:1 94000195209 59428

3.209/81.5mm 3.433 5.433 1.195 3.4 11.1:1 94HB195209 49407

 ACURA 50.7 CC K20A/A3 Heads
3.386/86.0mm 3.386 5.472 1.175 -4.6 9.0:1 9400175386 59429

3.386/86.0mm 3.386 5.472 1.175 5.8 10.6:1 94HB175386 49408

3.386/86.0mm 3.386 5.472 1.175 9.0 11.2:1 94HB175386 49409

 ACURA K42A2 W/K20A2 50.7cc HEAD
3.425/87.0mm 3.898 5.984 1.176 -22.9 8.5:1 9400176425 59430

3.465/88.0mm 3.898 5.984 1.176 -24.6 8.5:1 9400176465 59431

 3.504/89.0mm 3.898 5.984 1.176 -26.3 8.5:1 9400176504 59432

3.425/87.0mm 3.898 5.984 1.176 -6.3 10.5:1 9400176425 59433

3.465/88.0mm 3.898 5.984 1.176 -7.6 10.5:1 9400176465 59434

3.504/89.0mm 3.898 5.984 1.176 -9.0 10.5:1 9400176504 59435

3.425/87.0mm 3.898 5.984 1.176 8.5 13.5:1 94HB176425 49410

3.465/88.0mm 3.898 5.984 1.176 7.6 13.5:1 94HB176465 49411

3.504/89.0mm 3.898 5.984 1.176 6.6 13.5:1 94HB176504 49412

Performance Imports
BRC Performance makes and stocks pistons from 

Acura to Volkswagen.  

n	 Wrist pins included

n	 Spiral locks included

n	 Compression ratios are approximate
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Bore Stroke Rod
Comp. 

Distance Dome Volume
Comp. 
Ratio

Engineering 
Number

Part 
Number

 HONDA H22A1
3.425/87.0mm 3.571 5.630 1.220 -7.1 9.0:1 9400220425 59436

3.425/87.0mm 3.571 5.630 1.220 1.3 10.0:1 94HB220425 49413

3.425/87.0mm 3.571 5.630 1.220 9.8 11.5:1 94HB220425 49414

 HONDA H23A1
3.445/87.50mm 3.740 5.571 1.204 -11.9 9.0:1 9400204445 59437

3.445/87.50mm 3.740 5.571 1.204 -5.1 10.0:1 9400204445 59438

 HONDA B16A1/A2/A3
3.189/81.0mm 3.047 5.290 1.181 -9.3 8.1:1 9400181189 59439
3.209/81.5mm 3.047 5.290 1.181 -9.3 8.2:1 9400200009 59440
3.228/82.0mm 3.433 5.433 1.176 -9.0 9.0:1 9400176228 59441
3.268/83.0mm 3.433 5.433 1.176 -10.2 9.0:1 9400176268 59442
3.307/84.0mm 3.047 5.290 1.181 -11.9 8.2:1 9400181307 59443
3.327/84.5mm 3.047 5.290 1.181 -11.9 8.3:1 9400181327 59444
3.346/85.0mm 3.047 5.290 1.181 -11.9 8.4:1 9400181346 59445
3.189/81.0mm 3.047 5.290 1.181 -1.7 9.2:1 9401181189 39403
3.209/81.5mm 3.047 5.290 1.181 -1.7 9.3:1 9401181209 39404
3.228/82.0mm 3.047 5.290 1.176 -3.7 9.8:1 9400176208 59446
3.268/83.0mm 3.047 5.290 1.176 -4.9 9.8:1 9400176228 59447
3.307/84.0mm 3.047 5.290 1.181 -1.7 9.8:1 9401181307 39405
3.346/85.0mm 3.047 5.290 1.181 -1.7 9.9:1 9401181346 39406
3.307/84.0mm 3.047 5.290 1.181 3.2 10.7:1 94HB181307 49415
3.327/84.5mm 3.047 5.290 1.181 3.2 10.8:1 94HB181327 49416
3.189/81.0mm 3.047 5.290 1.181 6.7 11.5:1 94HB181189 49417
3.228/82.0mm 3.047 5.290 1.176 4.7 11.5:1 94HB176228 49418
3.268/83.0mm 3.047 5.290 1.176 3.8 11.5:1 94HB176268 49419
3.209/81.5mm 3.047 5.290 1.181 6.7 11.6:1 94HB181209 49420
3.307/84.0mm 3.047 5.290 1.181 6.7 12.2:1 94HB181307 49421
3.327/84.5mm 3.047 5.290 1.181 6.7 12.3:1 94HB181327 49422
3.346/85.0mm 3.047 5.290 1.181 6.7 12.4:1 94HB181346 49423

Performance Imports
BRC Performance makes and stocks pistons from 

Acura to Volkswagen.  

n	 Wrist pins included

n	 Spiral locks included

n	 Compression ratios are approximate
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Bore Stroke Rod
Comp. 

Distance Dome Volume
Comp. 
Ratio

Engineering 
Number

Part 
Number

 HONDA B20 VTEC
3.307/84.0mm 3.504 5.394 1.181 -11.9 9.0:1 9400181307 59448
3.327/84.5mm 3.504 5.394 1.181 -11.9 9.0:1 9400181327 59449
3.346/85.0mm 3.504 5.394 1.181 -11.9 9.1:1 9400181346 59450
3.307/84.0mm 3.504 5.394 1.181 -1.7 10.5:1 9401181307 39407
3.346/85.0mm 3.504 5.394 1.181 -1.7 10.5:1 9401181346 39408
3.307/84.0mm 3.504 5.394 1.181 3.2 11.5:1 94HB181307 49424
3.327/84.5mm 3.504 5.394 1.181 3.2 11.6:1 94HB181327 49425
3.307/84.0mm 3.054 5.394 1.181 4.8 12.5:1 94HB181307 49426
3.346/85.0mm 3.054 5.394 1.181 4.8 12.6:1 94HB181346 49427

 DODGE ECB/ECC/420A
3.465/88.0mm 3.268 5.470 1.236 -2.6 8.8:1 6500236465 56501
3.465/88.0mm 3.268 5.470 1.236 7.6 10.5:1 65CD236465 46501
3.484/88.5mm 3.268 5.470 1.236 7.1 10.5:1 65CD236484 46502

 DODGE A853/SRT4
3.4455/87.5mm 3.976 5.945 1.432 -20.08 8.5:1 6500432445 56502
3.465/88.0mm 3.976 5.945 1.432 -21.7 8.5:1 6500432465 56503

 FORD ZETEC
3.346/85.0mm 3.465 5.480 1.171 -7.2 9.0:1 19000171346 51901
3.3465/85.0mm 3.465 5.480 1.171 3.5 10.5:1 19100171346 41901

 MITSUBISHI 4G63
3.366/85.5mm 3.937 5.906 1.130 -22.2 8.5:1 7100130366 57115

3.366/85.5mm 3.465 5.906 1.367 -13.4 8.5:1 7100367366 57113

3.386/86.0mm 3.937 5.906 1.130 -22.2 8.5:1 7100937386 57114

 NISSAN VG30DE/VG30DETT
3.445/87.5mm 3.270 6.071 1.255 -4.1 9.0:1 6900255445 56901

3.445/87.5mm 3.270 6.071 1.255 4.8 10.5:1 69CD255445 46901

 NISSIAN RB26DETT
3.406/86.5mm 3.386 4.780 1.185 14.6 8.5:1 69CD185406 46902

3.425/87.0mm 3.386 4.780 1.185 14.6 8.5:1 69CD185425 46903

 NISSAN KA24DE
3.524/89.5mm 3.780 6.496 1.336 -22.0 9.0:1 6900336524 56902

Performance Imports
BRC Performance makes and stocks pistons from 

Acura to Volkswagen.  

n	 Wrist pins included

n	 Spiral locks included

n	 Compression ratios are approximate
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Bore Stroke Rod
Comp. 

Distance Dome Volume
Comp. 
Ratio

Engineering 
Number

Part 
Number

 NISSAN SR20DE/SR20DET
3.386/86.0mm 3.386 5.366 1.253 -11.9 8.5:1 6900253386 56903

3.406/8605mm 3.386 5.366 1.253 -12.5 8.5:1 6900253406 56904

3.425/87.0mm 3.386 5.366 1.253 -13.3 8.5:1 6900253425 56905

 SUBARU EJ25D
3.760/99.5mm 3.110 5.137 1.192 -29.5 8.5:1 9700192760 59703

3.760/99.5mm 3.110 5.165 1.165 -24.5 8.5:1 9700165760 59704

3.760/99.5mm 3.110 5.137 1.209 -21.25 8.5:1 9700137760 59705

 SUBARU EJ20
3.622/92.0mm 2.953 5.135 1.287 -12.0 8.0:1 9700287622 59706

3.642/92.5mm 2.953 5.135 1.287 -12.0 8.0:1 9700287642 59707

 TOYOTA 3SGTE
3.406/86.5mm 3.385 5.433 1.378 -4.7 9.0:1 6400378406 56405

 TOYOTA 2JZGTE
3.406/86.5mm 3.386 5.59 1.338 -14.0 8.5:1 6400338406 56406

 TOYOTA 7MGTE
3.287/83.5mm 3.582 5.984 1.299 -18.5 8.4:1 6400299287 56407

3.307/84.0mm 3.582 5.984 1.299 -18.5 8.4:1 6400299307 56408

 VOLKSWAGEN 9A
3.268/83.0mm 3.654 5.669 1.174 -7.8 9.0:1 7700174268 57703

3.287/83.5mm 3.654 5.669 1.174 -7.8 9.0:1 7700174287 57704

 VOLKSWAGEN ABA
3.248/82.5mm 3.654 6.26 1.213 -19.3 9.6:1 7700213248 57705

3.268/83.0mm 3.654 6.26 1.213 -19.3 9.6:1 7700213268 57706

 VOLKSWAGEN AAA
3.228/82.0mm 3.552 6.457 1.275 -11.5 9.0:1 7700275228 57707

3.268/83.0mm 3.552 6.457 1.275 -11.5 9.0:1 7700275268 57708

3.228/82.0mm 3.552 6.457 1.275 -5.0 10.0:1 7700275228 57709

3.268/83.0mm 3.552 6.457 1.275 -5.0 10.0:1 7700275268 57710

Performance Imports
BRC Performance makes and stocks pistons from 

Acura to Volkswagen.  

n	 Wrist pins included

n	 Spiral locks included

n	 Compression ratios are approximate
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Bore Stroke Rod
Comp. 

Distance Dome Volume
Comp. 
Ratio

Engineering 
Number

Part 
Number

 VOLKSWAGEN/AUDI 1.8T
3.189/81.0mm 3.402 5.669 1.286 -8.0 8.5:1 7700286189 57711

3.209/81.5mm 3.402 5.669 1.286 -8.6 8.5:1 7700286209 57712

3.228/82.0mm 3.402 5.669 1.286 -9.3 8.5:1 7700286228 57713

3.189/81.0mm 3.402 5.669 1.286 -2.8 9.25:1 7700286189 57714

3.209/81.5mm 3.402 5.669 1.286 -3.2 9.25:1 7700286209 57715

3.228/82.0mm 3.402 5.669 1.286 -3.7 9.25:1 7700286228 57716

 PORSCHE 911 3.0 LITER
3.740/95.0mm 2.772 5.031 1.339 38.5 9.5:1 90CD339740 49001

3.760/9.5mm 2.772 5.031 1.339 44.7 10.5:1 90CD339760 49002

3.858/98.0mm 2.772 5.031 1.339 35.2 9.5:1 90CD339858 49003

3.858/98.0mm 2.772 5.031 1.339 41.8 10.5:1 90CD339858 49004

 PORSCHE 911  3.2 LITER
3.740/95mm 2.929 5.000 1.291 35.1 9.5:1 90CD291740 49005

3.760/95.0mm 2.929 5.000 1.291 41.7 10.5:1 90CD291760 49006

3.858/98.0mm 2.929 5.000 1.291 31.6 9.5:1 90CD291858 49007

3.858/98.0mm 2.929 5.000 1.291 38.6 10.5:1 90CD291858 49008

 PORSCHE 911  3.6 LITER
3.937/100.mm 3.008 5.000 1.252 40.08 11.5:1 90CD252937 49009

3.937/100.mm 3.008 5.000 1.252 45.8 12.5:1 90CD252937 49010

4.016/102.mm 3.008 5.000 1.252 38.8 11.5:1 90CD252016 49011

4.016/102.mm 3.008 5.000 1.252 44.0 12.5:1 90CD252016 49012

Performance Imports
BRC Performance makes and stocks pistons from 

Acura to Volkswagen.  

n	 Wrist pins included

n	 Spiral locks included

n	 Compression ratios are approximate
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Custom Pistons

W 
e special ize in making custom pistons.   Our design technicians work with you for a 
custom design that meets your needs exactly, regardless of the application.  Our var i-

ety of forging blanks provide the design options to ensure that your new BRC Pistons will be perfectly 
f it ted to your motor and applicat ion. BRC Performance has a tradit ion of providing the perfor-
mance after-market with custom pistons which are unsurpassed in design, materials and workmanship.

BRC Pistons are made from special alloys which provide strength and durability while permitting machining to 
tighter clearances and light weights.  Our skirts are designed to provide more stability in the bore by equalizing the 
thrust load, thus increasing horsepower.  Our designs also include internal pin oilers that allow oil to flow directly to 
the wrist pin.

We can produce pistons for virtually any engine, 
. . . including those from these manufacturers:

Accura Daimler Honda Mercury Pontiac

Alfa Romeo Datsun Hudson Merkur Porsche

AMC Delorean Hyundai Mitsubishi Renault

Aston Desoto Isuzu Mopar Rolls-Royce

Audi Dodge Jaguar Morris Simca

Austin Donavan Jeep Nash Sprite

BMW Edsel Lamborghini Nissan Sterling

Buick Fiat Lancia Oldsmobile Studebaker

Cadillac Ferrari Land Rover OMC Subaru

Checker Ford Lincoln Opel Sunbeam

Chevrolet Ford Marine Lotus Packard Suzuki

Chevy Marine Harley Davidson Maserati Pantera Toyota

Chrysler Healey Mazda Peugot Triumph

Citroen Hercules Merc-cruiser Pinto Volkswagen

Daihatsu Hillman Mercedes Plymouth Volvo

■	We provide pistons and other high 
performance components for nearly any appli-
cation and engine manufacturer.  

■	Our technicians are knowledgeable, and will 
work with you to achieve your desired result.

­■	Advanced CNC technology ensures precise 
manufacture of your custom designed BRC 
pistons.

■	Specifications for all BRC pistons are 
archived–with the archive number marked on 
the bottom of the pin boss. This facilitates: 

1) � Custom designs based on previous BRC 
pistons designs.

2) � Precise duplication of any piston we 
have ever made.
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Engine manufacturer

Model year of the engine

Cylinders (i.e. V-6, Straight 6,  
V-8, Inline 4, etc.)

Current block bore (finished  
bore size)

Has the block height  
been altered?

Stroke of the crankshaft

Length and type of rod

Cylinder heads used (i.e.  
Chevy Bow-Tie, Dart 17°,  
Open chamber, etc.).

Size of combustion chamber  
in cubic centimeters

Have the heads been milled or  
angle milled?

Desired compression ratio

What rules are you subject to?  
 (i.e. for flat-tops, compression  
ratio, valve relief’s, etc.)

What is your intended use?   
(i.e., oval track, street racing,  
drag racing, off shore boating)

What fuel do you intend to use?   
(i.e. gas, alcohol, nitrous)

Do you use a carburetor, fuel  
injection, a supercharger,  
or turbo?

Ring package (i. e. 1/16th x  
1/16th x 3/16th)?

Wrist pin diameter and length

Custom Piston Checklist

O 
ur technical staff will assist you with any questions you may have when ordering custom pistons.  Meeting your 
performance objectives depends on obtaining a thorough understanding of your engine and the intended 

application.  The accuracy and completeness of the information which you provide to us is critical to our ability to meet 
your objectives.

Specifications
We recommend that the following specifications be obtained prior to placing your order:

Useful Formulas
Do the calculation on our website 

www.brcperformance.com

     Compression distance formula:   
	 Finished block height (center of crank to finished deck)
		  Subtract:  Rod length
		  Subtract:  one-half of the stroke
		  Subtract:  deck clearance (if any)
	 Equals:  Compression distance (CD)

     Compression Ratio Formula:
	 Cubic inch displacement  x 16.39	 ÷	 Net combustion  + 1	 =	 Compression
	            Number of cylinders	       	 volume		   Ratio
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Performance Rings!

B 

RC Performance will be happy to provide rings with 

your order. Our top rings are of a Ductile iron plasma-moly or 

chrome. The second ring can be either Gapless by Total Seal or with clas-

sic gap. The oil ring is a 3 piece type in low and standard tension. The 

rings listed here are either BRC or Total Seal. For other type rings ask a 

salesman. We also handle Hastings, and Childs & Albert. All rings listed 

below are .005 oversize for file fit end gapping.

Bore Ring Widths Part #
3.189 1.5 1.5 3.0mm 700-CR3864
3.208 1/16 1/16 3/16 700-CR300720
3.209 1.5 1.5 3.0mm 700-T386420
3.228 1.5 1.5 3.0mm 700-T5474
3.268 1.5 1.5 3.0mm 700-CR1564
3.288 1.5 1.5 3.0mm 700-T56420
3.288 1/16 1/16 3/16 700-C300740
3.307 1.5 1.5 3.0mm 700-CR156440
3.348 1.5 1.5 3.0mm 700-T057420
3.386 1.5 1.5 3.0mm 700-CR1064
3.425 1.5 1.5 3.0mm 700-T106440
3.445 1.5 1.5 3.0mm 700-T686420
3.498 1/16 1/16 3/16 700-T72165
3.504 1/16 1/16 3/16 700-T72165
3.508 1/16 1/16 3/16 700-CR284670
3.518 1/16 1/16 3/16 700-CR721620
3.524 1.5 1.5 3.0mm 700-M902620
3.528 1/16 1/16 3/16 700-T721630
3.538 1/16 1/16 3/16 700-CR721640
3.622 1.5 1.5 3.0mm 700-C4824
3.6425 1.5 1.5 3.0mm 700-T864420
3.740 1.5 1.5 3.0mm 700-CR874440

3.800 1.5 1.5 3.0mm 700-CR8544

3.800 1/16 1/16 3/16 700-CR725520
3.810 1.5 1.5 3.0mm 701-381515
3.810 1/16 1/16 3/16 700-CR725530
3.810 .043 .043 3.0mm 701-3815043
3.820 1.5 1.5 3.0mm 701-382515
3.820 .043 .043 3.0mm 701-3825043
3.820 1.5 1.5 3.0mm 700-T846440
3.820 1/16 1/16 3/16 700-CR589920
4.000 1/16 1/16 3/16 700-T3690
4.000 1.5 1.5 3.0mm 701-400515
4.000 .043 .043 3.0mm 701-4005043
4.020 1/16 1/16 3/16 700-CR369020
4.020 .043 .043 3.0mm 701-4025043
4.030 1.5 1.5 3.0mm 701-403515
4.030 043 .043 3.0mm 701-4035043
4.030 1/16 1/16 3/16 700-CR369030

Bore Ring Widths Part #
4.040 1/16 1/16 3/16 700-CR103535
4.040 1.5 1.5 3.0mm 701-404515
4.040 .043 .043 3.0mm 701-4045043
4.050 1/16 1/16 3/16 700-CRL369050
4.050 .043 .043 3.0mm 701-4055043
4.060 1/16 1/16 3/16 700-CR369060
4.060 1.5 1.5 3.0mm 701-406515
4.060 .043 .043 3.0mm 701-4065043
4.125 1/16 1/16 3/16 700-CR0690
4.125 1.5 1.5 3.0mm 701-413015
4.125 .043 .043 3.0mm 701-4130043
4.135 1/16 1/16 3/16 700-CR069010
4.135 1.5 1.5 3.0mm 701-413515
4.135 .043 .043 3.0mm 701-4135043
4.145 1/16 1/16 3/16 700-CR756015
4.145 1.5 1.5 3.0mm 701-415015
4.145 .043 .043 3.0mm 701-4150043
4.155 1/16 1/16 3/16 700-CR069030
4.155 1.5 1.5 3.0mm 701-416015
4.155 .043 .043 3.0mm 701-4160043
4.165 1/16 1/16 3/16 700-CR069040
4.165 1.5 1.5 3.0mm 701-417015
4.165 .043 .043 3.0mm 701-4170043
4.250 .043 .043 3.0mm 700-CMG43435
4.250 1/16 1/16 3/16 701-425516
4.280 1/16 1/16 3/16 701-428516
4.310 1/16 1/16 3/16 701-431516
4.350 1/16 1/16 3/16 701-435516
4.360 1/16 1/16 3/16 701-436516
4.375 1/16 1/16 3/16 701-438016
4.380 1/16 1/16 3/16 701-438516
4.390 1/16 1/16 3/16 701-439016 Drop in
4.440 1/16 1/16 3/16 701-440016 Drop in
4.470 1/16 1/16 3/16 701-447516
4.500 1/16 1/16 3/16 701-450516
4.530 1/16 1/16 3/16 701-453516
4.560 1/16 1/16 3/16 701-456516
4.600 1/16 1/16 3/16 701-460516

* Other sizes available, please call!

Options and Accessories
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Wrist Pins
Radius Wall Premium Pins
Our radius wall premium pins feature:

■	 Forged ends, providing improved grain flow and 
structure

■	 Aircraft quality steel alloy

■	 All surfaces are radiused to eliminate all sharp 
edges

■	 Polished interior

■	 Ground and rolled exterior

■	 Ultra-sonic testing

■	 Light weight 
We recommend for oval-track and drag use.

Straight Wall Wrist Pins

Tapered Wall Premium Pins
Our machined tapered wall premium pins are case 

hardened and are heat treated for extreme strength and 
durability. They are recommended for:

■	 Supercharged engines running  
nitro-methane and gas:

■	 Engines using nitrous oxide;

■	 Ultra light drag race applications.

Part # Description Wall Grams
102-01 .990 X 2.930 0.150 130

102-02 .927 X 2.500 0.148 104

102-28 .990 X 2.950 0.168 138

102-03 .930 X 2.950 0.148 125

H-13 SPECIAL ALLOY PINS
102-53 .990 X 2.930 0.150 146

102-45 .927 X 2.500 0.125     92

102-48 .927 X 2.500 0.130 100

Part # Description Wall Grams
101-00 .990 X 2.930 0.152 151

101-02 .980 X 2.930 0.147 146

101-04 1.094 X 2.930 0.190 201

101-05 .927 X 2.500 0.136 110

101-06 .912 X 2.500 0.128 104

101-07 .875 X 2.500 0.165 117

101-08 .866 X 2.500 0.160 112

101-09 .827 X 2.500 0.141      95

* More sizes available

Part # Description Wall Grams
100-00 .990 X 2.930 0.150 131

100-01 .990 X 2.930 HD 0.150 142

100-02 .927 X 2.500 0.150 104

100-03 .927 X 2.500 0.125     89

100-04 .927 X 2.750 HD 0.150 122

100-09 .927 X 2.500 EHD 0.187 134

* More sizes available


